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JPA-1120A/1240A 2,3 page
JPS-1200/2400/3600/4800 4,5 page
JPA-1240 6,7 page
JPA-1060/1120 8,9 page
MOBILE 35/60 10,11 page
JME-2A 12 page
JME-4A 13 page
PACK-SERIES 14,15 page
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JPA-1120A/1240A

FRONT VIEW

(517/14' ATT. ZONE AMPLIFIER JPA-1240A

————————— MIC/ LINE LEVEL, ———————————— LINE LEVEL
BASS TREBLE BASS TREBLE BASS TREBLE BASS TREBLE

| i e N

FEATURES

= Optional module slot
(JTP-10, JDM—10A, JCDP—-10MP, JCDR-10RDS).
= |ndividual EQ per input.
= |nput gain control (microphone line inputs 1~3).
= Phantom power switch inputs.
= |nput 1 by Combo/Din—=7 (PTT 10).
= [nput 2—3 by Combo (mic line).
= |nput 4—5 by RCA (line).
= Pre—amp out / amp—in for extension with power amplifiers.
= Recording output RCA.
= Telephone paging and night ringer.
= Priority—switch on Mic 1, 2, 3.

SPECIFICATIONS

MIC/LINE1~3 : —50dBu(2.45mV) 5KQ BAL
—10dBu(245mV) 5K Q BAL

LINE 4~5 :—10dBu(245mV) 15KQ UNBAL

TEL PAGING : —10dBu(245mV) 5KQ BAL

PACK UNIT:=10dBu(245mV) 10KQ UNBAL

REC OUT  : 0dBu(775mV) 3K&Q UNBAL

PRE OUT  : 0dBu(775mV) 1009 UNBAL

AMP IN : 0dBu(775mV) 10KQ UNBAL

JPA-1120A : 120W(RMS)

JPA—1240A : 240W(RMS)

LOW IMP : 4Q

EUROPE : 100V,70V,50V,25V,12.5V,8.9V

AMERICA : 70V,50V,25V, 12.5V, 8.9V, 6V

Frequency Response(line signal) LESS THAN —3dB(55Hz ~ 16kHz)

LINE : MORE THAN 80dB("A" WEIGHT)

MIC : MORE THAN 70dB("A" WEIGHT)

T.H.D LESS THAN 1% (1kHz)

JPA—1120A : 350W

JPA—1240A : 630W

JPA-1120A : 1.6A/0.8A

Input Sensitivity / Impedance

Rated Output

Output Impedance

ATT. Step(option)

Signal to Noise Ratio

Power Consumption

1/8 Power Current Draw

(120v/230V) JPA—1240A : 2.8A/1.4A
1/3 Power Current Draw JPA-1120A : 2.4A/1.2A
(120v/230V) JPA—1240A : 4A/2A

Rated Power Current Draw JPA-1120A : 3.6A/1.8A

L -

(120V/230V) JPA—1240A : 6.4A/3.2A
Power source(option) AC 120V/230V/240V 50/60Hz , DC 24V
Bimancions (mm) 430(W) X 133(H) X 352(D)

(inch) 16.9(W) X 5.2(H) X 13.9(D)

Weight (kg/Ibs)

JPA—1120A :13/28.7, JPA—1240A :14/30.9
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A.T.T Zone Amplifier
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COMPLIANT

— CHIME —— TEL — — SIREN — ~ MASTER —

BASS TREBLE
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Pack Series

FM/AM Tuner
JTP-10

Digital Message

JDM-10A
CD/MP3 Player

JCDP-10MP
CD/MP3/AM/FM/RDS
Receiver
JCDR-10RDS
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How to connect system(School)

Play ground
JHS-20T

JC0-130

JPA-1120A/1240A

3F

School
Master

JWS-103W

1F Watching Room

JWS-205

School
Master
\"_‘6 N
Tel Fire detection :
w exchanger|| E/M contact point JPTT-10
=
R ~
ANT.Terminal
N J L
< o O T
Remote Receiver JRR-10
CAUTION
AT =
e e fﬁ ]
Ceac zone s sowuax) J I [EQUIPMENT T0 RAIN OR MOISTURE. MADE IN KOREA o : Deay.
= AMP IN— PRE OUT: REC LINE IN MIC / LINE INPUTS P @_‘:ﬂ[‘;
fo-< RS /oA 4=
. =22 1 OI0 O 1O Ao
o) O O PP )= =
“4FUSE INSIDE @ @ 0dB.
d O
REC OUTPU T
[+1r=1
24VDC
CD PLAYER
J6CD-10
MIC
Broadcasting
room
PHANTOM
POWER

SPEAKERS

JTU-110B

% Refer to O/P manual for Detailed configuration.
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JPS-2400/3600/480

FRONT VIEW

) €D PAGING SYSTEM JPS-4800

o 10

INPUT-1 INPUT-2 INPUT-3 INPUT-4 MASTER

PACK SERIES

FM/AM Tuner

JTP-10

Digital Message

JDM-10A

CD/MP3 Player
JCDP-10MP

CD/MP3/AM/FM/RDS
eceiver

R
R toros

SPECIFICATIONS

Input Sensitivity
/ Impedance

Input 1 P MIC : —50dBu(2.45mV) 2KQ BAL

Input 2~4 : MIC : —50dBu(2.45mV) 2K Q BAL

: LINE: —10dBu(245mV) 200K BAL

Input 5~7 : AUX : —10dBu(245mV) 5KQ UNBAL

Pack Unit : —10dBu(245mV) 10KQ UNBAL

PRE OUT : 0dBu(775mV) 1002 UNBAL

AMP IN : 0dBu(775mV) 10KQ UNBAL

Rated Output

JPS—2400 : 240W(RMS)  JPS—3600 : 360W(RMS)

JPS—4800 : 480W(RMS)

Direct OUTPUT 89, 100V or 70V
e ClEcr IR R NG
ATT.STEP(Option) EUROPE OFF [100v | 70V | 50v | 35V | 25V

AMERICA OFF | 70V | 50V | 35V | 25V | 18V

Frequency Response

LINE : LESS THAN —3dB(35Hz ~ 19kHz)

MIC :LESS THAN —3dB(200Hz ~ 19kHz)

Signal to Noise Ratio

LINE : LESS THAN 80dB( A" Weighted)

MIC : LESS THAN 70dB( A" Weighted)

T.HD LESS THAN 0.5% (1kHz)

Tone Control

Bass : +10dB at 100Hz

Treble : £10dB at 10kHz

Power consumption

JPS—2400 : 740W JPS—3600 : 1150W

JPS—4800 : 1480W

1/8 Power Current
draw 120V/230V

JPS—2400 : 2.8A/1.4A JPS—3600 : 4.4A/2.5A

JPS—4800 : 5.6A/3.2A

1/3 Power Current
draw 120V/230V

JPS—2400 : 4A/2A JPS—3600 : 6.7A/3.8A

JPS—4800 : 8.5A/4.7A

Rated Power Current  JPS—2400 : 6.4A/3.2A
draw 120V/230V

JPS—3600 : 11.0A/6.0A

JPS—4800 : 14.0A/7.5A

Power Source(Option)

120V/230V/240VAC  50/60Hz , 24VDC

Dimensions(mm)

430(W) X 133(H) X 352(D)

(inch) 16.9(W) X 5.2(H) X 13.9(D)

Weight (kg/Ibs)

JPS—2400 : 16.5/36.4 JPS—3600 : 19.0/41.9

JPS—4800 : 20.0/44.1

@

PAGING SYSTEM AMPLIFIER

RoHS

COMPLIANT

FEATURES

= Rated outputs: 240W/360W/480W (RMS)
on 25V, 35V, 50V, 70V & 100V.

= "Voice priority" on input 1 mutes inputs 2~aux, Pack Signal
"Chime + Mute" contact on input 2—4 has priority to aux input
Pack Signal.

® Detachable screw terminals for input 2—4.

= Mic/Line switch for input 2—4.

® Phantom switch on input 1—4.

= Mic input surge—protection.

= Pre out/Amp in for extension with other amplifiers.

= RCA for input 5—7 (aux selector).

= Slot for input modules
(JTP—10, JDM—10A, JCDP—10MP, JCDR—10RDS)

= Bass—Treble tone control (100Hz, 10KHz).

m 5 speaker zone attenuator.

= Connection of paging microphone (JPS—10).

= Variable speed fan.

= Over current protection.

= Thermal protection.

= Short circuit protection.

u AC operation — DC 24V operation.

Drawing
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PS-2400/3600/4800
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How to connect system(school) ST
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Play Ground 2
JHS-20T JPS 10 [
Paging
Microphone
[T x
s [ Lo E <
=
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FEATURES <
= Chime & priority function by P.T.T. (Push To Talk).
= Unidirectional dynamic microphone to reduce feedback.
= Auto chime function for use with JPS—2400/3600/4800
Dimensions 126(W) x 51(H) x 156(D)mm
Weight  0.8kg
= 4
JCS-605 (&) Ié
Kf é :
1F ) 2 .
School =4 - & ;
Master R ™ N\
JPS-10 — _—q MIC
JWS-205
2
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INE OUTADTS(

'—FM 75Q:
AM  GND 3000

100V Remote  Remote INPUTS
Siren Chime Chime On/Off
COM 80 (08Q)NC reon  romom oo
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DC_POWER
Z==24VI40A

AUDIO
MIXER

AC POWER E1r=1

REMOTE

CD PLAYER
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JPA-1240

FRONT VIEW Public Address Amplifier
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COMPLIANT

JEDIP PUBLIC ADDRESS AMPLIFIER JPA-1240
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43
<>
- Ke)
m X
® Universal Input
Each input is equipped with a combination jack to FM/AM Tuner
accept both XLR and 1/4" phone connectors. JTP-1 0
B Four Output Zones -
, Digital Message
Jg’ Four seperate output zones can be switched on or JDM 10A
o g off independently using the front panel controls. =
-
7)) ® +48V DC Phantom for Inputs 1 and 2
i S o . CD/MP3 Player
m B Priority Assignment for Channels 1 and 2 JCDP 10MP
E B Remote Chime. -
® External DC Input. CD/MP3/AM/FM/RDS
® Two—band Main Equalizer Roceiver
' JCDR-10RDS
=>r -
<5 SPECIFICATIONS Drawing
m =
s Neo)
MIC / LINE 1~5 : —50dBm (2.45mV)
—10dBm (245mV)
T — TEL PAGING  : —10dBm (245mV)
nout Sensitivity /impedance  “pAck UNIT : —16dBm (245mV)
PRE OUT : +4dBm(1.23V)
AMP IN : +4dBm(1.23V)
go Rated Output 240W(RMS) 430.0
o ] OUTPUT IMPEDANCE / LOWIMP: 89, 260 J
m E |
;_;' > ATT.STEP(Option) EUHERE 100y o
mA AMERICA : 70V
(:g g Frequency Response(Line Signal)  LESS THAN —3dB(80Hz ~ 15kHz)
si | to Noise Rafi LINE : MORE THAN 70dB 350.0
1onat fo Noise Ratio MIC : MORE THAN 60dB
T.H.D LESS THAN 6% (1kHz)
Power consumption 625W
1/8 Power Current draw 120V/230V ~ 2.55A / 1.35A |
b Rated Power Current draw 120V/230V 6.2A / 3.48A 483.0
o Power Source AC 120V/220V/230V/240V, 50~60Hz M o i T
§ {l<> (Option) DC 24V el L L [ liazs
mo - (mm) 483(W) X 133(H) X 350(D) 4 cooooocoo Ol
Q = Dimenslans (inch) 19(W) X 5.2(H) X 13.8(D)
o= Weight(kg/Ibs) 13/28.6
=
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JPA-1240

System Connection

SPEAKERS

JWS-205

Tel

exchanger

Jj CHIME

o

HIGH IMPEDANCE
(BAL/ ICEDO TPUT
Fas2a v (SR 100v(420) SERIAL NO.:

¥l

—>
1 | 1
Towd — §

DIRECT MESSAGE
i =

25Vm{0:):)

ce

MODEL JPA-1240
PUBLIC ADDRESS AMPLIFIER|
red | JEDIACO,, LTD.

oowT
VOISTURE. MADE IN KOREA

=t D

CLASS 2

—
___J
CLASS 2 WIRING —— O —>

LIy A c— Y —
STT24VI20A

=] ¢
PRIGRITY
+48

JWS-103W

JCS-205

% Refer to O/P manual for Detailed configuration.
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JPA-1060/1120

FRONT VIEW Public Address Amplifier
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FEATURES Pack Series
-3 m Versatile mixing amplifier.
<> = |ndividual gain control for channel 1-5. FM/AM Tuner
H 9; = 4 mics 4 lines input possible. JTP-1 0
® Chime, 2 tone -sirens.
= Voice priority mute for Mic 1. Digital Message
= Telephone Input & Music on hold (only tuner). JDM'1 OA
= Optional module slot (JTP—10, JDM—10A,

JCDP—10MP, JCDR—10RDS). CD/MP3 Player
= Bass / treble tone control. JCDP-10MP
® Pre—amp out / amp—in connection for extensions

with power amplifiers. ggéﬂ?,g{.AMlFMIRDS

= = Remote Chime with external terminal. JCDR-10RDS
g m |ndividual 3 Zone speaker selector + all zones. B
(@]

= VU output meter.
= 100V / 70V output selector.
m AC operation — DC 24V operation.

EIEIRET)

Rack Mounting Bracket
RMK-10A

(optional)

SPECIFICATIONS Drawing

H3IXIN
olanv

JPA—1120 : 120W(RMS)
JPA—1060 : 60W(RMS)
Frequency response(+3dB) 80Hz to15kHz

Rated power(at 1% THD)

ocme ®

THD at 1KHz(rated output) Less than 1% 00
Equializer Bass : +10dB at 100Hz L ‘
Treble: £10dB at 10kHz
e e Line : better than 70dB —
MIC : better than 60dB
MIC 1~4 : 3mV
Input LINE : 300mV
PHONE : 2.4mV 3200
Rewer Sourcs AC120V/230V/240V 50/60Hz
DC 24V
Dimensions(mm) 420(W) x 110(H) x 320(D)
(inch) 16.5(W) x 4.34(H) x 12.6(D)
: JPA—1120 : 12kg / 26.4Ibs
eitloiiibs) JPA—1060 : 10kg / 22Ibs 420.0
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System Connection

AM OUTDOOR ANTENNA

75Q COAXIAL CABLE

ONLY FOR TUNER

FM DIPOLE ANTENNA

TEL
Exchanger

CHIME  THL
H_REMOTE

€

c € @ LINE/PHONO
ARIR] e (3

PUBLIC ADDRESS AMPLIFIER

@‘"‘ PR

LINE: PHD
-10dB

MODEL NO.: JPA-1120

OUTPUT POWER: 30W
JEDIA €O, LTD.
MADE IN KOREA

-50dB -10dB

CAUTION TOPREVENTELECTRIC SHOCK DONOT
ENOVE TOP OR BOTTOM COVERS.
D USER SERVCEABLE TS RSDE.

WARNING: 0 REDUCE THE RISK OF FIRE OR
ELECTRIC SHOCK DO NOT EXPOSE THIS EQUIPHENT
TORAN OR MOISTURE.

-10dB  -50dB

LINE / PHONO
INPUT(5)

TURNTABLE

% Refer to O/P manual for Detailed configuration.

MIC/ LINE INPUT(2~4)

CD PLAYER
J6CD-10

Mic

JTU-110B
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MOBILE 35/60

FRONT VIEW Mixing Power Amplifier
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COMPLIANT

MIXING PO AMPLIFIER MC
>
3
-9
o>
m
X
3z
m X FEATURES PACK SERIES
= Compact and easy to use amplifier for both portable —
and fixed installations. FM/AM Tuner
= High quality balanced inputs. JTP-1 0
= Low & high pass filter to increase intelligibility. .
= Telephone input terminal with telephone night ringer. Digital Message
A = LED level meter.Optional module slot JDM-10A
= = (JTP—10, JDM—=10A).
; (= = Qver current protection.
il D = 3 Mic, 2 Aux & 1 Tape input.
g £ = AC operation — DC 12V operation.
SPECIFICATIONS
=>r
= S - MIC:=50dB/2K Q BAL Drawing
g o) Input sensitivity AUX:—20dB/60K Q (AUX1) BAL
/ impedance —20dB/15K Q (AUX2) BAL
TAPE:0dB/3KQ UNBAL
Output REC : —6dB / 3KQ Unbalanced
MOBILE 35 :less than 10% at 35W
Output power THD less than 1% at 25W
at 1kHz MOBILE 60 :less than 10% at 60W 5
less than 1% at 40W 375.0
2 ¢ Frequency response Less than —3dB 150Hz~18kHz(at 1% THD) o r . |
(e ") . . . AUX: more than 70dB
o m Signal to noise ratio -
T > MIC : more than 60dB
m A , Low 40Hz~400Hz —6dB/oct
o m Tone filter :
wnI High 2.5kHz~20kHz —6dB/oct g
! MOBILE 35 : 125W &
Power consumption
MOBILE 60 : 210W
1/8 Power curr. draw MOBILE 35 : 0.5A/0.25A
(120Vv/230V AC) MOBILE 60 : 0.8A/0.4A
Max curr. draw MOBILE 35 : 1.1A/0.55A R S e Ee e s
o (120v/230V AC) MOBILE 60 : 2A/1A _ § -
g » Power sourc(e ) 120\(//2)30V/2(4())V AC ?O;60Hz, 12vDC A J oe=es - -
< Dimensions(mm 375(W) x 88(H) x260(D -]
rzn ‘_’i’ (inch)  14.7(W) x3.5(H) x10.2(D) ©0000000 i
g E Weight(ka/Ibs) MOBILE 35 : 5.4/11.88
g MOBILE 60 : 6.6/14.52 .




MOBILE-35/60

System Connection
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1 1
1 [}
i i
: : i
i FM ANTENNA k] i =
: ! <L
| : ! og
SR ! FM DIPOLE ANTENNA ! =
| AMOUTDOOR ANTENNA ! <
1 1
1 1
1 1
1 1
1 1
i i
i 75Q COAXIAL CABLE i
i i
1 1
i i
JCS-605 ! ! X W
1 H oo
1 1 < >
1 1 [ ol o
1 ONLY FOR TUNER 1
L [P RIS A —— -

O
MUSIC
AMPLIFIER
T —

o
SERIAL NO.: _ HIGH Low @ | SAUTION ) é c E @ D—FM 50—
HIGH WARNING DONOT OPEN MODEL NO.: MOBILE 60
1 TO REDUCE THE RISK OF FIRE| MIXING POWER AMPLIFIER
IMPEDANCE © 1 © @] |OR ELECTRIC SHOCK DON'T EXPOSE THIS| JEDIA €O, LTD.
O Q : : : : EQUIPMENT TO RAIN OR MOISTURE. MADE IN KOREA'
70V 100V 70/100V COM 0 4~16Q 0., TAPE SIGNAL BLOGK R ——
AC 220V~ 60Hz 210W EPDV/IER TR
—— ’m — Ly % REC OUT| TAPE IN
[o]l2o] 0o ¢ MIC-3/AUX-1
@ @ TEL RING 1 O
@@l ==
0N
=== gt Dr
CAUTION Jrorenudk e

FUSERATING  WMSAMEEEFUSE | IN— @D Oc
T2A 250V O O =

Q ¢

D =

AUX 2 Input MIC(1~2) Input

MIC 3/ AUX 1 Input

SPEAKER
& OTHERS

TEL
EXCHANGER
F1 =1
12vDC
BATTERY

% Refer to O/P manual For Detailed configuration.

SYSTEM
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JME-2A

FRONT VIEW Module EX-Cabinet

RoHS

SH3IH1IO ®
H3IldITdINVY 3719V1

COMPLIANT

>
=
e o
o>
m
=)
REAR VIEW
®
Il 230V~ / 50Hz SERIAL NO.: _ PACK 1
1 ; .z#&mm N aMEZA. c € BALANCED OUTPUTS 0dBm [
JEDIA €O., LTD. I’l Rg ?
e Neo) ] MADE IN KOREA m$+
m X 0 0 oG POWER & SUMMING PACK 2 PACK 1
=] ===24V MAX 1.9A @ @ @
ToomAL B30 :
CAUTION: oo penscr = = =
®
4 FEATURES SPECIFICATIONS
S=
; c = 2 module racking cabinet for modules Output level/impedance Pack output—Nor 0dBu(0.775V)/600L bal
T g JTP=10, JDM—10A, JCDP—10MP, JCDR—10RDS. 142, —Nor 0dBu(0.775V)/600< bal
m = XLR balanced outputs, individual or mixed for two Frequency response Less than —0.5dB (20Hz~20kHz)
X — Signal to noise ratio More than 68dB
(: Hies. Power consumption 55W
= 19%rack & table type. Power source AC 120V/230V/240V 50/60Hz, DC 24V
= AC operation — DC 24V operation. Dimensions (mm) 483(W) x 88(H) x 350(D)
(inch) 19(W) x 3.5(H) x 13.8(D)
Weight (kg/Ibs) 5kg /11 Ibs
=> .
= S PACK SERIES Drawing
T O
FM/AM Tuner — -
®© ® el
JTP-10 o
Digital Message 432.00 .
JDM-10A = |
x
= e CD/MP3 Player
T = JCDP-10MP ”
e L CD/MP3/AM/FM/RDS
Receiver 350.0
JCDR-10RDS
]
I |
8 483.0 ‘
z m (= o0
= L JL ] 88.00
m & |
P A a
=g
o
=2




FRONT VIEW

MODULE EXTENSION JME-4A

REAR VIEW

D ———— ]

JME-4A

Module EX-Cabinet

RoHS

COMPLIANT

AC 220VAw/60Hz 55W

PACK 4

PACK 3 PACK 2 PACK 2

—FM
A GND

CAUTION: 0 REDUCE THE RisK OF

FUSE RATING

‘ —FM 750
AM_ chp I—m

—FM 750
AM_ cNo r:ou

T0.5A 250V

MODEL NO.: JME-4A
4MopuLE EXTENSION

CE mmemn
Wi X 3

SERIAL NO.:

BALANCED OUTPUTS 0dBm

PACK 4

FACK 3 PAcKz

FEATURES

= 4 module racking cabinet for modules
JTP-10, JDM—-10A, JCDP—-10MP, JCDR—10RDS.
= XLR balanced outputs, individual or mixed for all
modules.
= 19"rack & table type.
= AC operation — DC 24V operation.

PACK SERIES

FM/AM Tuner

JTP-10

Digital Message

JDM-10A

CD/MP3 Player
JCDP-10MP

CD/MP3/AM/FM/RDS
Receiver

JCDR-10RDS

SPECIFICATIONS

Output level/impedance

Pack output—Nor 0dBu(0.775V)/600% bal
1+2+3+4—Nor 0dBu(0.775V)/600 bal

Frequency response

Less than —0.50dB (20Hz—20kHz)

Signal to noise ratio

More than 68dB

Power consumption

55W

Power source

AC 120V/230V/240V 50/60Hz, DC 24V

Dimensions (mm)

483(W) x 133(H) x 350(D)

(inch) 19(W) x 5.2(H) x 13.8(D)
Weight (kg/Ibs) 6kg / 13.2lbs
Drawing
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JTP-10

RoHS

COMPLIANT

R
EMIAM TURE

Accessory

TUNER SECTION
FEATURES Tuning range FM : 87.5~108MHz / AM 522~1620MHz
= Digital tuner with 18 station preset memory. ANT input M - 3909 balanced or 75Q unbalanced
) AM : high impedance lead antenna
= Auto—tuning feature. Usable sensitivity FM 24 / AM:4.5
= Level control. Signal to noise ratio _FM : 60dB / AM:45dB
= Pre—fader connection for "music on hold" —telephone.
GENERAL
Power AC 120V/230V/240V 50—60Hz, DC 12V
Dimensions(mm) 194(W) x 40(H) x 213(D)
Weight(kg/Ibs) 0.6kg(JTP—10)
Digital Message JDM-10A

RoHS

COMPLIANT

H3XIN EIEIRET) 3dAl
olanv JISNIN MOvH

SPECIFICATIONS

MIC : —50dB/600Q unbal

lgtts LINE: —10dB/10K® unbal
FEATURES 10pin connector
= Digital message recorder / playback for evacuation or iz gl (M1~M6, START/STOP, REPEAT/STOP, BUSY)
(@) r'l'il announcement systems. Outputs : audio output ~ —10dB unbal
:_|:| > = 6 message recording bank. Headphone output 24MWV 64
g : = 4 bit ADPCM LSI / 16kHz sampling frequency for Ererile ey fesponse MIC:300Hz~6.4kHz(fs=16kHz)
no high—quality sound. LINE:100Hz~6.4kHz(fs=16kHz)
= Backup battery for data storage (max 60 days). Operating voltage el S A D
Current consumption 100mA operation, 80mA stand—by

= Expandable recording time to max 32Mbit. 16Mbits SRAM (base),

= Repeat (loop), automatic announcement for emergency Memory size Expandable up to 32Mbits (option)
remote control. — base 4 min 28sec in total(16Mbit)
= Remote control possible with JRC—10 microphone station. Message recording time ——————- =~ total(32Mbit)
(o] Message back—up time max 60days(16Mbits)/max 30days (32Mbit)
o n Sampling frequency fs=16kHz
§ < Ambient temperature 0~50
ma Dimensions (mm) 194(W) x 40(H) x 125(D)
4 m (inch) 7.6(W) x 1.6(H) x 4.9(D)
o = Weight(kg/Ibs) 0.42/0.93
=2
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MP3/CD Player & MP3/CD/AM/FM/

o
—
_
-l
o
=
<
w
-
11]
<
i

VIEW - -]

o
w
MP3/CD Player < it
a =
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CD/MP3/AM/FM
/RDS Receiver
JCDR-10RDS 5
oI
23
Accessory = =
<
1
FEATURES
o
CD SECTION RECEIVER SECTION g x
* MP3 CD play function « Digital electronic tuner <=
* Play/Pause function *«RDS(Radio Data System) function
e Intro scan play « Manual, Seek Up/Down tuning
*Repeat play * 24 station preset memory
*«Random play (FM: 18, AM: 6 Stations)
» Cue/Review function *AF, CT, PI, PS, PTY function
IR remote control function(option)
oo N
w o
SPECIFICATIONS ﬁ%
(-
H CD SECTION B RECEIVER SECTION E_‘ o
Digital filter 8 Times over sampling ) FM : 87.5 ~ 108MHz D o3
T.H.D Less than 0.03% Tuning Range AM : 522 ~ 1620KHz
Signal to Noise ratio More than 85db _ FM : 6dBuv
Frequency Response  10hz~20khz(*1db) Usable Sensitivity AM : 25dBuv
Wow / Flutter Below measurable limits FM : 3008 Bal, 758 Unbal
Loading time 6 sec ANT, Impedance AM : High imp lead ANT
) . X FM : More Then 60dB
® GENERAL Signal to Noise Ratio AM : More Then 50dB =
Dimension (mm) 195(W) x 40(H) x 215(D) FM : 25dB(+5dB) o)
(inch) 7.7(W) x1.6(H) x 8.5(D) peslision Bans AM : 30B (= 50B) =i
. JCDP—10MP_ :1.2/2.6 FM : Less Than 0.5 % O
Welghiikailos) JCDR—10RDS : 1.3 / 2.9 T.H.D AM : Less Than 0.5 % <>/_) '-é
=
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Remote Controller

P.T.T. Remote JPTT-10

FEATURES

Remote Output
= When pressing "TALK" mic signal is activated after r
chime bell. and make input of DC24V from the screw ‘ | - |
terminal No.2 Chime Talk SIW
= Priority control for chime and mic by on/off switch.

@ SPECIFICATIONS
Dimension  126(W) x 51(H) x 156(D)mm
Weight 0.8kg
ROHS
Remote Controller 2

JRC-10

L

- OEEEeR ( ccessory )

= Selecting each 5 speaker zone or total area.
= Play back, stop and repeating of recorded message by using JDM—10
= | ED display when power on and data output.

@ SPECIFICATIONS
Dimension 202(W) x 51(H) x 156(D)mm

= Pressing talk switch, mic signal is activated after chime bell. Weight 1.3kg
- - RoHS
JRC-11 Paging Microphone JPS-10| =
FEATURES
= Chime & priority function by
P.T.T. (Push To Talk).
= Unidirectional dynamic microphone
[ b to reduce feedback.
s e Y = Auto chime function for use
BT with JPS—2400/3600/4800

© SPECIFICATIONS
Dimensions  126(W) x 51(H) x 156(D)mm
Weight 0.8kg




100V~ Audio To Line Converter

m The transformer JLC—100 (100v~ Audio to line) has
been specially designed for transforming a 100v P.A signal into
a line input signal. Thus. it is possible to insert an additional
amplifier with line input at any position of the 100v line.
® Due to the combination of various jumper arrangements within
the unit and a trimming potentiometer accessible from the
outside, the JLC—100 can be matched to almost any electric P.A units.

® The JLC—100 operates in a passive mode, i. e. it does not require any l

operating voltage.

50—-100V

Input
pu (2—Pole Screw Terminal)

To Be Rearranged;

3.9x 3.1 x2.3inch

Weight (kg/Ibs) 0.4/0.88

Emergency Module

Features

= Test switch function.

JLC-100, JEM-10

JLC-100

RoHS

COMPLIANT

(]
g
1ndNi olany Aok

Bl o 2

MODEL: JLC-100
100V-AUDIO TO LINE CONVERTER |
| JEDIACO.,LTD. |
MADE IN KOREA

vusK oF ELEchlc SHOCK, :!:

WAmmmnEms THE RISK OF FIRE|
[OR ELECTRIC SHOCK DON'T EXPOSE THS|

EQUIPMENT TO RAIN OR MOISTURE.

b6

0..1.5Veff.
()

l

Vit £/l L S\

microphone in an emergency.
= General broadcasting (All broadcasting) is possible by
using built—in microphone on the front.

=\ P

QUL Factory—set adjustment
1.6V At 100V at the input
(XLR Jack, Bal.)
Ambient temperature 0-40C
) : 100 x 80 x 60 mm
Dimensions

(For Jedia Table type Amplifier only)

= Volume controller for Microphone & Siren.

Mounting on JPA-1120A

Specifications

JEM-10

RoHS

COMPLIANT

This Emergency module is designed for Emergency

broadcasting by sensing Fire or Emergency.

= Automatically Alarm Lamp Sign or Siren by Fire sensing.
= Emergency message or Escape announcement by using

Frequency Response

+3dB (55Hz~16KHz)

Signal to Noise ratio 68dB
T.H.D less than 0.05% (1KHz)
Power supply DC 17V
Power consumption 2W
Dimension(mm) 195 x 40 x 85
(inch) 7261 x01E6 X818
Weight (kg/Ibs) 0.25/0.55
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TABLE AMPLIFIER
& OTHERS

P.A RACK MUSIC AUDIO SPEAKER
AMPLIFIER TYPE AMPLIFIER MIXER & OTHERS
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| P.A AMPLIFIER |

JPA-120D/DP/DPT ——
-240D/DP/DPT
20 page
-360D/DP/DPT
-480D/DP/DPT ——
JPA-2120D/DP/DPT —
21 page
-2240D/DP/DPT —
JPA-4120D/DP/DPT —
22 page
-4240D/DP/DPT —
FD-20 23 page
JFS-381 24 page
JFA-242 25 page
JAI-120 26 page
System Connection 27-28 page
Digital System Connection 29 page

TABLE AMPLIFIER
& OTHERS

P.A
AMPLIFIER

RACK
TYPE

MUSIC
AMPLIFIER

AUDIO
MIXER

SPEAKER
& OTHERS

SYSTEM
CONNECTION
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JPA-120D/DP/DPT, 240D/DP/DPT ———
360D/DP/DPT, 480D/DP/DRT. .

M 1 Channel P.A Power Amplifier

RoHS
HANNEL PA POWER AMPLIFIER S
Full Pr
FEATURES = Optional FAULT DETECTOR MODULE(FD-20)
®=Rated outputs: can easily be_fitted for monitorin_g of amplifiers and
120W/240W/360W/480W (RMS).. Iogdgpeaker Ilpe(short, Qpen) fa|Iu;esl. .
m|nput level:0dBu(0.775V)60kQ balanced. = Priority Audio input terminal and Priority control terminal.
(1 Program and 1 Priority Inputs)
mFull pratsction for progucbrelabiiy. =~ ADDED FUNCTION OF DPT SERIES INSIDE AIR FLOW
— Overload and speaker line short limiter circuit. = Fault monitoring of fan fault, DC fuse
— Over current limiter circuit. fault and AC fuse fault. '
= Automatic variable speed FAN by temperature of #PGM audio muting level controller when ,mw
heatsink. i ; :
riority control signal input. d B
= 400Hz filter to improve clearance of sound quality .Z prio)rlity relay cogntact gf the output AIRv Wow
for matching of resonant sound of inner side. terminal board allows emergency paging to 4 emK
=25V, 33V, 50, 70V and 100V Outputs for be distributed through 3—wire or 4—wire AUTOMATIC
macthing of speaker impedance (optional). system wiring that requires the DC g:ségBéiN

mScrew terminals for signal input to make an
easy installation.
mSoft start circuit for AC power on.
mDesigned for operation either AC mains or 24VDC.

power supply.

= Optional fault detector module makes
detection of speaker line fault or amplifier
fault and change from fault amplifier into

® 424V DC out to external accessories (max.500mA). Stand=b e _
y amplifier by JFS—381
mAC power remote control(Stand—by LED) (Fault stand— by AMP switcher).
REAR VIEW
{ 5 O l J FD-20 SLOT }»
0 wgm  (2@Qoode] LU0 o doee
- == 24VI40A @] o . ,, i_| oz oo o s s
o € DDDDDDDDDDDDDDDDD PGM Input g:"iml‘.[‘:u;l—fﬂ Priority Input
e R NN e e R
o o i O e — o|0oo DDDDDDD @ | sErALNo:
lilil u(0. ) u(0.
oocooe [T H00000U0000000 | == e L, s
282823 ¢ /agoRz | Max 0.5A

SPECIFICATIONS

Input sensitivity/Impedance

(PGM, Priority) 0dBu(0.775V) / 60k Q Bal

JPA—120D/DP/DPT : 120W(RMS) JPA—240D/DP/DPT : 240W(RMS)

et JPA-360D/DP/DPT : 360W/(RMS) JPA—480D/DP/DPT : 480W(RMS) Drawing
EUROPE AMERICA
25v | 50v | 100v | 25v | 3sv [ 70V
JPA-120D/DP/DPT | 5.2Q | 20.8Q | 83.3Q | 5.2Q [10.4Q | 41.7Q
CRUEH LR JPA-240D/DP/DPT | 2.6Q | 1048 | 41.79 | 2.6Q | 5.29 | 20.8% e | (A ==e )
[mnononoooooog =
JPA-360D/DP/DPT [1.7Q | 6.9Q [27.8Q [1.7Q | 3.5Q | 13.99 il #
JPA-480D/DP/DPT [ 1.3Q | 5.2Q [20.8Q [1.3Q | 2.6Q | 10.4Q
Frequency Response Less than —3dB (35Hz ~ 20kHz) [‘ 432.0 " [
Signal to Noise Ratio More than 100dB ( "A" weight) T o 9
THD Less than 0.5% (1kHz) -
Input Filter(H.P.F) 400Hz / —3dB
Power Consumption JPA—120D/DP/DPT : 328W JPA—240D/DP/DPT : 650W "
JPA—360D/DP/DPT : 1100W JPA—480D/DP/DPT : 1420W
1/8 Power Current draw JPA—120D/DP/DPT : 1.45A/0.77A JPA—240D/DP/DPT : 2.97A/1.6A 374.0
120v/230v JPA—360D/DP/DPT : 4.36A/2.4A  JPA—480D/DP/DPT : 5.5A/3.1A
1/3 Power Current draw JPA—120D/DP/DPT : 2.13A/1.13A JPA—240D/DP/DPT : 4.46A/2.39A
120v/230v JPA—360D/DP/DPT : 6.5A/3.6A  JPA—480D/DP/DPT : 8.2A/4.6A I ‘
Rated Power Current draw  JPA—120D/DP/DPT : 3.32A/1.77A JPA—240D/DP/DPT : 7.0A/3.75A B [
120v/230V JPA—360D/DP/DPT : 10.4A/5.7A  JPA—480D/DP/DPT :13.6A/7.4A U U &J
Power(option) AC 120V/230V/240V 50/60Hz , DC 24V 483.0
Dimensions(mm) 483(W) x 88(H) x 374(D) o —
(inch) 19(W) x 3.5(H) x 14.7(D) H = D HJaa.o
Weight(ka/Ibs) JPA—120D/DP/DPT : 12.5/27.6  JPA—360D/DP/DPT : 17.5/ 38.6 e Uy
JPA—240D/DP/DPT : 14.5/32.0  JPA—480D/DP/DPT : 18.5/ 40.8




" JEDLD) 2 CHANNEL PA POWER AMPLIFIER JPA-2240DPT

Protect Protect

clip clip

Signal Signal
Power ® | Power ®

Stand-by

Priority— | Priority

FEATURES

=Rated outputs:
120W x 2 / 240W x 2 (RMS).
mInput level:0dBu(0.775V)60kQ balanced.
(1 Program and 1 Priority Inputs)
mFull protection for product reliability.
— Overload and speaker line short limiter circuit.
— Over current limiter circuit.
= Automatic variable speed FAN by temperature of
heatsink.
m4(00Hz filter to improve clearance of sound quality
for matching of resonant sound of inner side.
=25V, 35V, 50V, 70V and 100V Outputs for
macthing of speaker impedance (optional).
mScrew terminals for signal input to make an
easy installation.
= Soft start circuit for AC power on.
mDesigned for operation either AC mains or 24VDC.
® 424V DC out to external accessories (max.500mA).
= AC power remote control(Stand—by LED)

JPA-2120D/DP/DPT
2240D/DP/DPT

2 Channel P.A Power Amplifier

RoHS

COMPLIANT

Full Protection

In-Rush Current

Signal Limiter Circuit
Toroidal Transformer

Built-in Priority Function
Automatic Variable Speed Fan

= Optional FAULT DETECTOR MODULE(FD-20)
can easily be fitted for monitoring of amplifiers and
loudspeaker line(short, open) failures.

= Priority Audio input terminal and Priority control terminal.

ADDED FUNCTION OF DPT SERIES

= Fault monitoring of fan fault, DC fuse INSlDE AIR FLOW
fault and AC fuse fault.

= PGM audio muting level controller when Al

priority control signal input. -
AIRv

ow

= A priority relay contact of the output
terminal board allows emergency paging to
be distributed through 3—wire or 4—wire
system wiring that requires the DC
power supply.

= Optional fault detector module makes
detection of speaker line fault or amplifier
fault and change from fault amplifier into
Stand—by amplifier by JFS—381
(Fault stand— by AMP switcher). |

REAR VIEW AUTQUATIS AN
j o T @ ez - o
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SPECIFICATIONS
Input sengitivity/lmpedance 0dBu(0.775V) /60K Bal Dranng
(PGM, Priority)
Rated OUtol JPA—2120D/DP/DPT : 120W(RMS) x 2 (240W)
JPA—2240D/DP/DPT : 240W(RMS) x 2 (480W) r
EUROPE AMERICA
Ouulinetaocs 25v | s0v | 100v | 25v | 35v | 7OV L
JPA-120D/DP/DPT | 5.2 | 20.89 | 83.3Q | 5.2Q [ 10.4Q | 41.7Q 432.0
JPA-240D/DP/DPT | 2.6Q | 10.4Q | 41.7Q | 2.6Q | 5.2Q | 20.8Q |
Frequency Response Less than —3dB _(35Hz ~ 20kHz) — ST
Signal to Noise Ratio More than 100dB ( "A" weight)
THD Less than 0.5% (1kHz)
Input Filter (H.P.F) 400Hz / —3dB I
bowar Gonsuptlan JPA—2120D/DP/DPT : 670W
JPA—2240D/DP/DPT : 1300W 374.0
1/8 Power Current draw JPA—-2120D/DP/DPT : 2.8A / 1.4A
120v/230v JPA—2240D/DP/DPT : 5.5A / 3.1A
1/3 Power Current draw JPA-2120D/DP/DPT : 4.4A [ 2.2A n
120V/230V JPA—2240D/DP/DPT : 8A / 4A
Rated Power Current draw  JPA—2120D/DP/DPT : 6.8A / 3.4A - L s
120V/230V JPA—2240D/DP/DPT : 13A / 6.6A U U &
Power(option) AC 120V/230V/240V_50/60Hz, DC 24V | 483.0
Dimensions(mm) 483(W) x 88(H) x 374(D) en- Il
(inch) 19(W) x 3.5(H) x 14.7(D) H D H 88.0
Weight(ka/lbs) JPA—2120D/DP/DPT : 17.5/38.6 e o e Ug)_|
JPA—2240D/DP/DPT : 21.0/ 46.3
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JPA-4120D/DP/DPT
4240D/DP/DPT

4 Channel P.A Power Amplifier
: S RoHS

) 4 CHANNEL PA POWER AMPLIFIER JPA-4240DPT - |

o)
|

COMPLIANT
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Full Protection
In-Rush Current
Signal Limiter Circuit

Toroidal Transformer

Built-in Priority Function

Automatic Variable Speed

POWER

>
3
r ; FEATURES
i =Rated outputs: = Optional FAULT DETECTOR MODULE(FD-20)
120W x 4 / 240W x 4 (RMS). can easily be fitted for monitoring of amplifiers and
uInput level:0dBu(0.775V)60k S balanced. loudspeaker line(short, open) failures.
(1 Program and 1 Priority Inputs) = Priority Audio input terminal and Priority control terminal.
= Full protection for produclt reliabilityl. o ADDED FUNCTION OF DPT SERIES
- g:gl23?r:nntd|irsnpiteea:kceirrc“£]i? short limiter circuit. = Fault monitoring of fan fault, DC fuse
>t . . : fault and AC fuse fault. INSIDE AIR FLOW
-ﬁutct)ma;m variable speed FAN by temperature of =PGM audio muting level controller when
eatsink.

priority control signal input. AIBBLOW
= A priority relay contact of the output
terminal board allows emergency paging to
be distributed through 3—wire or 4—wire
system wiring that requires the DC
power supply.
= Optional fault detector module makes
detection of speaker line fault or amplifier
fault and change from fault amplifier into

m400Hz filter to improve clearance of sound quality
for matching of resonant sound of inner side.
=25V, 35V, 50V, 70V and 100V Outputs for
macthing of speaker impedance (optional).
mScrew terminals for signal input to make an
easy installation.
= Soft start circuit for AC power on.
mDesigned for operation either AC mains or 24VDC.

= +24V DC out to external accessories (max.500mA). Stand—by amplifier by JFS—381
= AC power remote control(Stand—by LED) (Fault stand— by AMP switcher).
REAR VIEW
\ S R 5 L
AWP-4 O AMP3 O AMP2 O AMP1 O N L J T =~ J o AMP-4 O Awp3 O AMP2 O Awp O
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MODEL JPA- 4240DPT

] | $crwmne PAPOWER AuPLIRER
| 'JEDIA €O, LTD.
"MADE IN KOREA
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SPECIFICATIONS Drawing

H3XIN
olanv

'(r;peuhtﬁysi,r;ztr'iw)y/'mpedance 0dBu(0.775V) /60kQ Bal

4120D/DP/DPT : 120W(RMS) x 4 (480W)

4240D/DP/DPT : 240W(RMS) x 4 (960W)

EUROPE AMERICA

25V | s0v | 100v | 25v | 35v | 70V

4120D/DPIDPT | 5.2Q | 20.8Q | 83.3Q | 5.2Q [10.4Q | 41.7Q

4240D/DPDPT | 2.6Q [10.4Q [ 41.7Q | 2.6Q | 5.2Q | 20.8% R LSS,

Frequency Response Less than —3dB (35Hz ~ 20kHz) ‘|

Signal to Noise Ratio More than 100dB ("A" weight) e °

THD Less than 0.5% (1kHz)

Input Filter (H.P.F) 400Hz / —3dB A

JPA—4120D/DP/DPT : 1300W 440.0

JPA—4240D/DP/DPT : 2500W £

1/8 Power Current draw JPA—-4120D/DP/DPT : 6A / 3A

120V/230V JPA—4240D/DP/DPT : 10A / 5A s

1/3 Power Current draw JPA-4120D/DP/DPT : 8.8A / 4.4A Y . “

120v/230v JPA—4240D/DP/DPT : 15A / 7.5A L T

Rated Power Current draw  JPA—4120D/DP/DPT : 13.6A / 6.8A 483.0

120v/230V JPA—4240D/DP/DPT : 23.6A / 11.8A ! |

Power(option) AC 120V/230V/240V 50/60Hz , DC 24V at . g

Dimensions (mm) 483(W) x 133(H) x 440(D) | tiiig L[| |138.0

(inch) 19(W) x 5.2(H) x 17.3(D) e e

Weight(ka/Ibs) JPA—4120D/DP/DPT : 17.5/ 38.6

JPA—4240D/DP/DPT : 21.0/46.3

Rated Output

Output Impedance

Power Consumption

NOILO3INNOD
N3ILSAS
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B Can easily be fitted for monitoring of amplifiers and loudspeaker line(short, open) failures.
(JPA—D/DP/DPT)
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JFS-381

FRONT VIEW

AMP SWITCHER JF.

Fault Stand-by Amp Switcher

RoHS

COMPLIANT

DC POWER
T==24V/0.5A

I

o F0.2A 250V

STAND-BY
O " "AMP o
+it

O G \MP Inpuy

= 3 [From
FD-20 Rel;

L _—9 IContact

L 3 [From

— N Outp
A\ Connect to {00V
/I\ or70V termihal.

o

e

e

FEATURES

= Stand—By amplifier will be turn on automatically
incase main amplifier is out of order on the way of
operating to announce emergency situation or

important broadcasting.

= LED indicator will be flashed and buzzer will make sound.

= AC/DC 24V operation.

—

SPECIFICATIONS
TECHNICAL
Capacity 8 Main Amplifiers

Audio input / AMP INPUT

1 Stand—by Amplifier

108

AMP output / SPK LINE

1:1

Frequency response

Less than—0.5dB (20Hz~20kHz)

Signal to Noise ratio

More than 86dB

T.HD

Less than 0.005%

Cross—talk

More than 80dB

Power Consumption

12W

GENERAL

Power(option)

AC 230V/240V 50/60Hz , DC 24V

Dimensions(mm)
(inch)

483(W) x 133(H) x 350(D)

19(W) x 5.2(H) x 13.8(D)

Weight(kg/Ibs)

7.0/15.4

Drawing
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FRONT VIEW

JFA-242

Fault Auto Exchanger

RoHS

COMPLIANT

——GROUP-B——

4 s 3 s GROUP-B i 2 s 4  GROUP-A w2
Q OO B—O 0] m“:uu e ke . e
MODEL NO.: JFA-242 siona Bl — [ o H o H O o ol SN 0 SIGNAL
FAULT AUTO EXCHANGER INPUT I ] I gl s I ISl I INEUT
'JEDIA CO. LTD. 0 10 10 = = ] EI E= | H— e 0
MADE IN KOREA cE (] j| [] _" O _" O ﬁ‘ (] (] ] j| ] j| ] _" ]
230V /50Hz INPUT ) T ) i () i () o o £ I £ T ] T O INPUT
MAX 15W [ 10 = 10 QJ ] ImE> tEl tEl n 3 0 : LJ
m =¥‘cvpmzukﬂ AMPI;JF,;ER Ss';gg: e SGPMJVA-GP A);Pé.lFIER
- B+ 0 H 0 H [ ::l = T T R ] :
IS Sfmm—n e m— s m—1 o H—toH—1oH—{o ™
_ speaxer il ‘i [ ‘I\ [ ‘I\ =] ] WARNING: 0 REDUCE THE RISK OF FIRE = ‘i ‘i = ‘I\ = SPEAKER
o (o {0t 10 10 ORELECTRIC SHOCK DO NOT EXPOSE THis| (O Tt 0 o e ] o
FUSE RATING T500mAL 250V EQUIUENT 70 RAN OR MOBTURE

= Checks speaker lines and amplifiers outputs continuously.

= JFA—242 switches amplifier in case of fault detection.
= High quality balanced inputs with dynamic range.

= Ground fault indication by LED & buzzer.

= Amplifier fault indicator.

= AC operation — DC 24V operation.

= |ndividual volume adjustment of each amplifier.

SPECIFICATIONS
Signal input / output  1:1(Level Variable)
Dynamic range +18dB
Frequency Response less than —0.5dB (20Hz ~ 20KHz)
THD less than 0.05%

Signal to Noise Ratio less than 86dB
Power Consumption  20W
AC 120V/230V/240V 50/60Hz,

Power(option)

DC 24V
Dimensions(mm) 483(W) x 88(H) x 200(D)
(inch) 19(W) x 3.5(H) x 7.9(D)
Weight(kg/Ibs) 4.2/9.3

= Connection of amplifiers in various ways:
+ One group of 4 amplifiers + 1 spare amplifier(4:1)
« Two groups of 4 amplifiers + each 1 spare amplifier(4:1)
+ One group of 8 amplifiers + 1 spare amplifier(8:1)

* Refer to O/P manuals for Detailed connection of amplifiers.

Drawing
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FRONT VIEW Amp Interface

RoHS

COMPLIANT

REAR VIEW

FEATURES

= Monitoring DPT series amplifier's failure status.
(JPA—120DPT, 240DPT, 360DPT, 480DPT / JPA—2120DPT, 2240DPT / JPA—4120DPT, 4240DPT)
= Enable to check each amplifier's failure status by On/Off switch per channel on the front panel.
= | ED indicator indicates amplifier's failure status.
= Available to connect with PC by "RS—232C" and can monitor amplifier's failure status on the PC monitor.
= Adopt "screw terminal” to easily connect with amplifiers.

SPECIFICATIONS Drawing
Mornitoring channel 10 CHANNEL )
Mornitoring Lamp (LED) 10 EA

SH3H1O ®

H3IMv3dS

ON/OFF switch per channel 10 EA

Data communication method RS—232C

NOILJ3INNOD

N3ILSAS

w— L

® omo
Data communication speed  9600bps o
Power Consumption 1.5W 3150
Power DC 24V
Dimensions(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D)

Weight (kg/Ibs) 2.5/ 5.5 8

483.00

:B: s B s aBE O UZ 44.00
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| DIGITAL SYSTEM CONNECTION |

JSS-5120

JDR-104

J6CD-10

JMA-5104

JCS-110A

JSE-174A

JPA-480DP

JRG-220A

JPD-322A

JRA-051A#1

© —-—

n
m

| SRR S e S beiiia = o et | e e e e | =t o T s o

SPEAKERS

JMU-307A 31 page
JAB-112A 32 page
JEU-211A,211AMA 33 page
JES-120A 34 page
JSS-120A 35 page
JSS-220P 36 page
JCS-110A 37 page
JTU-110B 38 page
J6CD-10 39 page
JSE-174A 40 page
JMA-1410 41 page
JAD-125A 42 page
JSC-132A 43 page
JDR-104 44 page
JRA-051A,B 45 page
JRG-220A 46-47 page
JPD-322A 48 page
JEP-352 49 page
JTB-372A 50 page

51 page

JNC-111

| RACK TYPE I

JFS-142A 52 page
JFC-152 53 page
JEQ-2312 54 page
JEQ-215A 55 page
| JEQ-1311 56 page
JEQ-231A 57 page
MMA-400 58-89 page
DIGITAL AV SYSTEM
DSW-1.0 60 page
(DIGITAL AV SOFTWARE)
JMA-5104 61 page
JSS-5120 62 page



JMU-307A

FRONT VIEW

Monitor Unit
RoHS

COMPLIANT

REAR VIEW
@ SERIAL NO.: CAUTION
AC 230V~./50Hz 20W — _ MODEMIB%#JWA c E —
AUTION: 7o Reouce ’;:;:ISEJ';'E'ID'
= OUIMTOETIERS® DC POWER AUX INPUT BALANCED MONITOR INPUTS (1V~100V) 10KQ =
— b || fod
S [ 000 ﬂ ﬁ
@ =24V /0.5A 0dB/6000 @
FEATURES
= Monitoring up to 10 channels with individual LED meters.
= Monitor level adjustment per input.
= Monitoring pre—amp out by extra aux input.
= Monitoring by internal speaker or headphones.
= Input signal between 1—100V.
SPECIFICATIONS Drawing
Input sensitivity/Impedance  1V—100V / 10kQ bal -
Rated monitor 1o Gl 2VY A 2 °
headphone : 0.1W max o FEEE O ETER °E He
Frequency response less than —3dB(100Hz~20kHz) K - - o
T.H.D(1kHz) less than 0.05%
) 12W (all operation) A
p t -
OHEREONSHMPLOR 8.5W(1ch operation) ‘
Power AC 230V/240V 50/60Hz, DC 24V = o
Dimensions (mm) 483(W) x 88(H) x 200(D)
(inCh) 19(W) X 35(H) X 79(D) 200.0
Weight (kg/Ibs) 4.7/10.4
U g [ &J
483.0 ‘
H©;;z;;;;;;;oﬂ 4|

e
w

L
.
o w
=
HO
3
<
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AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER
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FRONT VIEW

Auto Blower
RoHS

COMPLIANT

DC POWER
® c € Fow =) ? CAUTION f (&)
= \RISK OF ELECTRIC SHOCH
L —— !! SENSOR { (@) MODEL NO.: JAB-112A DO Ko oreN U
.t @ = AUTO BLOWER WARNING:
@00 Qe e sepinco, iro. || RN meeemer e |
@ =24V MAX 0.04A TEMP ADJ FAN POWER MADE IN KOREA 'EQUIPMENT TO RAIN OR MOISTURE. @

® Manual and automatic control of blower with LED indicator.
B High sensitivity temperature—sensor.

B Preset temperature in auto—mode.

B DC 24V operation.

SPECIFICATIONS Drawing
Temperature variance 20°C ~ 55%C (Continuous Variance) il
Power DC 24V(Main)
Power consumption 1W(Main)
Blower Power AC or DC [: o oo [ :H
Dimensions(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D) 431.5
Weight(kg/lbs) 2.5/5.5 o =
200.0
—] T L Les]
U u ©J
483.0
| |
EU: . oo :Uij 0




JEU-211A

FRONT VIEW

Emergency Unit

RoHS

COMPLIANT

o O
@ AEK OF ELECTRIC suwA E Z
MODEL: JEU-211A DoNoT OPEN ; l_| E/M AUDIO
EMERGENCY UNIT = ]
somco,ro. | WMETmeemar] 232 Gy swmen
EQUIPHENT TO RAIN OR MOSTURE.
= EMERGENCY MESSAGE CARD
| SERIAL NO.: @ S m
] LEAK 10 (o]
FROM BAL LEVEL
JES-120A 1.23V 600Q
O O

m Continuously repeat E/M announcement after 10 seconds of alarm indicator or alarm sound.

® Siren, announcement by fire detector from fire sensor(Optional E/M message card)

JEU-211AMA

RoHS

COMPLIANT

Easy recording and play—back function.
High quality sound and natural sound revival.
operating with manual switch.
Maximum 60second recording time.
permant storage of recording sound(No back—up battery).
message storage for 100years.
Re—recording of 100,000 times.

SPECIFICATIONS

MIC

Input sensitivity/impedance  2.45mV(—50dBm / 1.2KQ unbal.

Output level/impedance

1.23V(+4dBm / 600% bal.)

Frequecy response

Less than —3dB(200Hz~10kHz)

Signal to ratio

more than 60dB

THD less than 0.5% (200Hz~10kHz)
SIREN
Siren Frequence 800Hz
E/M Message
Basic 16sec(ROM#1)

Recording Time

Extended 32sec(ROM#1, #2)

Sampling Frequence

16kHz

Frequecy response

Less than —3dB(200Hz ~ 6.4kHz)

General
Power Consumption 3.5W
Power Source DC 24V

Dimensions(mm)
(inch)

483(W) x 88(H) x 200(D)

19(W) x 3.5(H) x 7.9(D)

Weight (kg/Ibs)

3/6.6

JEU-211AMA(Option) Accessory
Drawing
[ e Jemme
( 431.5 5
200.0
L 0
U = u &
483.0
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JES-120A

FRONT VIEW E/M Speaker Selector

RoHS

COMPLIANT

LB B OB OB ON O MO OO Il N .

REAR VIEW

c E Tg;{_lriﬁozlﬂ% EXTENSION TO JEU-211A 20191817161514131211 109 8 76 543 21 @
[ seriaLNo: @ E M&M 8 "" DDEI DDDDDDDDDD DDDDDDDDDD ® M
IN—JEXIENSION

) [ -
_ ;- ?2':3:‘ our i ALLo‘m 5 ______ FIRE DETECTOR INPUT- - - - - - @

E/M ALL OUT(+5V)

FEATURES

m 20 contact inputs for fire—detection or emergency.
® Emergency zone speaker selector with individual LED indicators for use with JRG—220A.
m Digital communication with JRG—220A via RS485.

B |n case of emergency all normal announcements will stop.

SH3H1O ®

H3IMv3dS

SPECIFICATIONS Drawing

Speaker controls 20Lines

Fire Directors 20Lines

Power consumption 3.6W(All Operation)

Power DC 24V ;M g v T
Dimensions(mm) 483(W) x 44(H) x 200(D)

(inch) 19(W) x 1.7(H) x 7.9(D) 431.5 ‘

Weight(kg/Ibs) 3.3/6.6

NOILJ3INNOD

N3ILSAS

w— L

200.0
[e ]
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COMPLIANT

JSS-120A | &
=1
o w
FRONT VIEW Active Speaker Selector 3 E
RoHS I;-i o3
<
=

Il B B . .

Accessory Accessory
* -
SPEAKER SELECTOR ouT RENOTE SONE DATA 2z /NP R/
L o soszezezezeasee o 1 [Ter e J SERIAL NO.: MODEL NO.: JSS-120A 20 Nor opeN c E
I e ACTIVE SPEAKER SELECTOR | | WARNING: 10 ReDucE THE RSK OF FRE
agay (IR SEDiA €O, 17D, || WAENG: mamcehe s e
sv-z4voe MADE IN KOREA EQUPMENT T0 RAN OR HOISTRE.

= Active zone speaker selector with individual LED indicators for use with JRG—220A.
= Emergency LED indicator, "all call" function.
m All speaker lines will be released in case of an emergency.

m Compatible with other Jedia Emergency systems.

© : S
Il sl \
AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER

SPECIFICATIONS Drawing
Speaker controls 20 Lines )
Power DC 24V
Power consumption 3.5W (All Operation)
Dimensions(mm) 483(W) x44(H)x200(D) N [Pam— ﬂ
(inch) 19(W)x1.7(H)x7.9(D)
Weight(kg/Ibs) 3.0/6.6 .
’_ L 4 B i _I - E 2
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w =
S a O
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Passive Speaker Selector

Il .

RoHS

COMPLIANT

SH3IHIO ®
H3INV3dS

NOILJ3INNOD
N3LSAS

REAR VIEW
20| O ‘O | @O | MO| @O | ‘mO| @O | HO| @O
+24vou1 —IT] - - O - _IT] - e O _IT]I AMP OUT
DC24V IN = ) i = —— =
MAXO.5A +[O +[O +[O + (O +[O + (O +[O +[O +[O +
g0l Bl Bl Bl Bl B[ B[] B[ ] B
M 3 205 B[ Bl US| 1B el Ye) BST 20 | 10 ] M
2 + B + B + + = Mll—— -AMP OUT
: mmmmm‘
& +[0O +[0O +[O +[0O +[O +[O +[O +[O +[O +
FEATURES
= Passive zone or speaker selector with individual LED indicator.
= 20 zones with relays.
= 20 individual inputs, but easy to link.
= "All select" connection for emergency situations.
= DC 24V operation.
SPECIFICATIONS Drawing
Speaker controls 20lines
Power DC 24V
Power consumption 12w F of i
Dimensions(mm) 483(W) x 88(H) x 200(D) ! j j j
(inch) 19(W) x 3.5(H) x 7.9(D) = =
Weight(kg/lbs) 4.0/8.8
431.5
) S Y e S o Y e S Y e N e Y e Y s Y o ﬂ‘nﬁﬂ
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COMPLIANT

JCS-110A |[:
— = C
Q. W
FRONT VIEW Chime & Siren <E
RoHS %"5
<
[y

1 (@’ CHIME & SIREN JCS-110A

| | | £

.

(@ | m
POWER

REAR VIEW

up
GND.
DowN

CAUTION: 1o REDUCE THE Risk OF DC POWER ©
©; FIRE REPLACE ONLY WITH SAME TYPE FUSE. c € ¥ = @ CAUTION o
SERIAL NO.: [ 19K OF ELECTRIC S100K
L] ac220vveon: _ m MODEL NO.: JCS-110A
o ‘ £ :l:l: CHIME & SIREN 'WARNING: ToReouce T Rk oF FRe
FUSE RATING © 20 i —© JEDIA €O, LTD. OR ELECTRIC SHOCK DON'T EXPOSE THIS
o ==24V/0.08A SIREN CHIME BAL OUTPUT CHIME: MADE IN KOREA EQUPHENT TO RAN ORMOSTURE. o

F0.24250V REMOTE

FEATURES

= A four tone upwards & downwards melody.
® Siren function; sweep and continuous tone.
® Chime remote control by input terminal.

® Balanced output.

= AC operation — DC 24V operation.

o
AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER

SPECIFICATIONS Drawing
Chime Frequence 440Hz, 554Hz, 655Hz, 880Hz ]
Siren Frequence 800Hz
Output level /impedance  More than 0.245V(—10dBm)/600% bal . ' _
Signal to noise ratio More than 80dB H oo 8 .
Power consumption 3.5W
Power 120V/230/240VAC 50/60Hz, 24VDC p—
Dimensions (mm) 483(W) x 44(H) x 200(D) . N o g:"
(inch) 19(W) x1.7(H) x 7.9(D) o W
Weight(kg/Ibs) 25/55 <
200.0 a O
(2]
I ]
U
483.00
| =
5T TP )
IDU" o cooo 8 UD J44.00 = E
i
3
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FRONT VIEW

AM/FM Tuner

RoHS

COMPLIANT

REAR VIEW

FUSE RATING
F200mAL 250V

OWER

DC P
AC 230V~/50Hz 7.3W =24VI0.3A

BACK UP
QALY SERIAL NO.:

B
.
on oFF

[<]

FM75Q GND— AM CAUTION A @
DONOTORS MODEL.: JTU-110B
o @ D o FM TUNER

[WARNNG:Toreouccemsworere] | JEia o, Lo,
THis| *: oc

c € [EQUIPMENT T0 RAIN OR MOISTURE. MADE IN KOREA

FEATURES

6+6+6 FM Presets.

6+6 AM Presets.

Retains Presets When Power is Off.
Large LCD Digital Display.

SCAN And SEEK Functions.

Auto Store Memory Function(A/PS).

SPECIFICATIONS
Tuning range FM 87.5~108MHz AM 522~1620kHz
AT Input FM : 750hm coxial cable

AM : Loop antenna and lead antenna

Usable sensitivity FM:2W AM : 4.5,

Signal to noise ratio  FM : 60dB AM : 45dB

Memory Back—up For 45days (After AC Power Off)

Variable output 0.245V(—10dBm) Unbalanced
Ficed output 0.775V(0dBm) Balanced

Power consumption  7.3W

Power source 220V/230V/240VAC 50/60Hz, 24VDC

Dimensions(mm) 483(W) x 44(H) x 120(D)

(inch) 19(W) x 1.7(H) x 5(D)

Weight (kg/Ibs) 3.2/71

Preset Memory SCAN Function (A/PS).
Signal Strength Meter.

Balanced Mono XLR Output.
Unbalanced Stereo RCA Output.

AC and DC 24V operation.

Standard 1 Space EIA Rack Chassis.

Drawing
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J6CD-10

FRONT VIEW 6CD Changer
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REAR VIEW JCD-RC (option)

Remote Controller

R Lo g Lo

CAUTION: ToRepuCE TH Risk OF
FIRE REPLACE ONLY WITH SAME TYPE FUSE.

° MODEL NO.: J6CD-10
AC 220V~ 60Hz 11W 6CD CHANGER
MoNo STEREO JEDIA €O., LTD.

M
e 9 R L §§!§§§ MADE IN KOREA
[ o REMOTECONTROL  §3 § c € g CAUTION é
¥ H \RISK OF ELECTRIC SHOCK,
_ ® ﬁ 6 OO H H =

HERT A WARNING: T0 REDUCE THE RISK OF FIRE
DC POWER BALO.775V6002  UNBAL 0.775V 6002 L SERIALNO.: (N OR ELECTRIC SHOCK DON'T EXPOSE THIS
==24V/1.5A EQUIPHENT T0RAN OR HOSTURE.

FUSE RATING
T0.5A 250V o

FEATURES
= Auto 6CD CHANGER deck mechanism. = Random(DISC) function (RDM).
= Possible remote control. = Scan(DISC) function (SCAN).
= Play / pause function. = Pick—up (SANYO).
= Eject function. = |, R stereo output and mono output.
= Disc selection (D—UP, D—DN). = AC operation — DC 24V operation.
= Track select function (T—UP, T—DN). = LCD display.

= Repeat(DISC) function (RPT). = Damper structure by external oil damper(4units) and coil spring(2units)

IS,

I |
AUDIO MUSIC RACK
MIXER AMPLIFIER TYPE

SPECIFICATIONS Drawing
TECHNICAL & GENERAL
ol 0] Mono 0dB(0.775V) / bal
L,R 0dB(0.775V) / unbal
Digital filter 8—times over sampling L °
T.H.D(1KHz) Less than 0.03%(JIS A) = ]
Signal to noise ratio(1kHz) ~ More than 85dB(JIS A)
Dynamic range (1kHz) More than 70dB 422.00 "
Channel separation(1kHz)  more than 70dB(JIS A) 1} E
Frequency Response 20Hz~20KHz(*3dB) i ‘ ﬁ I
Wow / flutter Below measurable limit g_" lc_)
. Long max 8 sec 260.0 N o
Access time
Short max 2 sec B
Power consumption 6W
Power 120V/220V/230V/240V 50/60Hz, —— L
(option) DC 24V 483.00
Dimensions(mm) 483(W) X 88(H) X 260(D) L e
(inch) 19(W) X 3.5(H) X 10.2(D) Teso [ 1 g™ 3
Weight (kg/Ibs) 7.5/16.5 » . oo gEm; © oodposooa]], | | =P
[
>
i 3
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JSE-174A P

FRONT VIEW Signal Exchanger

RoHS

COMPLIANT

REAR VIEW

. < SERIAL NO.  mamvsoz  RMZ Rui Ew
- MODEL NO JSE-174A c €
'SIGNAL EXCHANGER
JEDIA Co LTD.
CON INPUT 24V ‘

MADE IN KOREA
DC POWE

FEATURES

= The balanced input system capable of eliminating the static induced to the signal line when combined with
a long—distance signal source is adopted.

= Composed of 4 independent channels and selection is performed by the broadcasting signal according to
the order of emergency,remote, normal 1 and 2 broadcastings of each channel.

= Employed non—contact electronic switch to clear switch noise when converting to the broadcasting.

®m Sound output is possible whether + or — of the output circuit polarity is grounded and direct current status is

minimized as *15V power source motivates the operation of circuit.

SPECIFICATIONS Drawing
Main : 4EA
Signal Input Remote : 2EA
Emergency : 1EA
Power Consumption 5W
Power Source DC 24V
Dimensions(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D) AS1L5
Weight(kg/Ibs) 2161/1555 a=n_u
200.0
_1 [ [
U u o
483.0
:U: uuuuuuuuuuuuuuuu EE o= ,UZ [44.0




JMA-1410

FRONT VIEW

Pre Amplifier

RoHS

COMPLIANT

T N~

SPECIFICATIONS

TECHNICAL & GENERAL

Input sensitivity /
impedance

MIC/LINE : —50dBu(2.45mV)/5k Q bal
—10dBu(2.45mV)/5kQ bal
LINE RCA IN : —10dBu(245mV)10kQ unbal

Output level / Master 1, 2 : Nor +4dBu(21.23V)/200Q bal RoHS
impedance REC : Nor 0dBu(0.775mV)10kQ unbal
Frequency response Less than —0.5dB(20Hz ~20kHz) gl':-'l;'T;;1 0 RS
Signal to noise ratio MIC : more than 60dB it emote
LINE : more than 75dB
T.H.D MIC : less than 0.05%
LINE : less than 0.03%
Cross—talk MIC : more than 60dB
LINE : more than 75dB
Power consumption 13W
Power(option) AC120V/220V/230V/240V, 50/60Hz DC 24V
Dimensions(mm) 483(W) x 44(H) x 235(D)
(inch) 19(W) x 1.7(H) x 9.3(D)

Weight (kg/Ibs) 3.9/8.6

FEATURES

®m High Quality 10 input / 2 zone output pre—amp mixer.

® 10 channels with individual master—output selector
(output 1, output 1+2, output 2).

® [ine/Mic/Mic—lowcut with phantom selector on
everychannel.

® High Pass Filter.

m |nput signal indicator.

B Chime signal with internal tone selector.

® Automatic priority for channel 1-3.

m Signal input by XLR (2—10) & RCA channel 7-10.

® DIN connection for P.T.T. remote on ch.1 (JPTT—10).

® 2 individual XLR balanced master—outputs with bass/
treble and led indicators.

® Record output.

® AC operation — DC 24V operation.

Drawing

200.0
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w— L

FRONT VIEW

REAR VIEW

L
——— CHANNEL

Audio Distributor

RoHS

COMPLIANT

o DERNER CH2 BAL OUTPUTS 0.775V 60002

o) CAUTION: roreouce o, 5 o 4 o 3 o 2 o, o S o 4 o 3 g 2 o 1 —~CH2 - CH1 )
SRS m m
FUSERATING | | @
- e tlcet
o o © o © o © o ) o > =7 I
R BAL INPUTS o

BAL OUTPUTS 0.775V 6000

0.775V 15KQ’

FEATURES

= High quality electronic balanced inputs & outputs.

= All XLR connectors.
= 10ch mono, 5ch stereo.

= Qutput volume control.

= Low noise power supply.(operating voltage 15V).

= AC operation — DC 24V operation.

SPECIFICATIONS

Input sensitivity / Impedance  0.775V(0dBm)/15kQ bal
Output level / Impedance 0.775V(0dBm)/600% bal
Frequency response Less than —0.5dB (20Hz ~20kHz)

Signal to noise ratio More than 94dB

T.H.D Less than 0.05% (20Hz ~20kHz)
Cross—talk More than 75dB

Power consumption 6.5W

Power Source AC 230V/240V 50/60Hz, DC 24V
Dimensions(mm) 483(W) x 44(H) x 200(D)

(inch) 19(W) x 1.7(H) x 7.9(D)
Weight(kg/Ibs) 2.9/9.9

Drawing

200.0
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JSC-132A

FRONT VIEW

Speaker Line Checker

RoHS

COMPLIANT

REAR VIEW
: Le J
é %E = SEIRE® g g e RELAY BOARD-4 Channel RELAYBOARDS Chamnal  RELAYBOARDZ  Chamel RELAYEOARDA . Channal._
g2lgeE| [T R L e, T et T et T e
gé §§ © @@ e m\ o JJo |m\
B “E (328 oc powmn o, (I o (@ SmSED \SEE A L L" po0G Jex T
3
@ % ®
FEATURES

® Watch Dog Function.

m Ground Fault Detection.

® Speaker Line Impedance Check.

m Speaker Line Open Check.

® Speaker Line Over Load Check.

m Speaker Line Under Load Check.

m Speaker Line Short Check.

m Max. 32 Speaker Lines(with 4 Relay Board).

® Automatical check in adjustables time intervals
between 1 minutes and 24 hours.

® Double—spaced background—lighted liquid crystal
display with clear text output.

® [nterruption of the check when emergency
announcement comes up.

® Bridging of the existing volume control with the
intergrated relay during the check.

m Permissible speaker line check 100V/70V.

m Store by No volatile memory(EE—PROM).

m Alert sound and LED indicator when speaker line fault.

®m Buzzer off function.
m AC and DC 24V operation.
m Standard in height desktop or 19" rack mount.

RELAY BOARD
JSC—132ARY (Option)

m out N our
e O e Y e O s N e S s N s S e N s MO e A s A e A s s

W our N our N our N our N our

]
®®®®

®®®® 8@@@ ®®®® ;l@@@ 8@@8 ®®®® ®®®®

Rel.9 || Rel.1

Rel.10|[ Rel.2 |[Rel.11(| Rel.3 [|Rel.12|| Rel.4 | |Rel.13| Rel.5 || Rel.14]| Rel.6 |[Rel.15|[ Ret.7 [|Ret.16 (| Ret.8

Relay Board (16channel)

Lo i m |
—
.j@

Drawing

200.0

SPECIFICATIONS

TECHNICAL

Check range 20~1600%

Check time Less than 100m sec / Channel

Signal input 32 Channel(with 4 relay board)

Signal output 32 Channel(with 4 relay board)

ADC resolution 10Bit(1024 step)

Power Consumption 23W

Power(option)

AC 120V/230V/240V 50/60Hz, DC 24V

Dimensions(mm) 483(W) x 44(H) x 200(D)

(inch) 19(W) x 1.7(H) x 7.9(D)

Weight (kg/Ibs) 3.0/6.6
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JDR-104

FRONT VIEW

Data Receiver

RoHS

COMPLIANT

7N CAUTION A il TOJRG-220A M4 + =G RM 3 +=-G RM 2 +=G RM 1 @

(3 @ ot & o S o
A oo b boo ol e H

SERIAL NO. _ AR oo |2 adBidw AW AdBiGw

= Up to 4pcs of 20—zone paging microphone's JRA—051A.

= 4 LED indicators "BUSY"to monitor the status.

= 4 power "ON" LED's to check the operation.
® RS485 data communication to JRA—051A (UTPcat 5).

= Superior audio circuit for the long distance with balanced circuit (separate cable).

= Qverall priority (E/M) will mute all JRA—051A.

SPECIFICATIONS

TECHNICAL & GENERAL

Input sensitivity / impedance

Nor +4dBu / 6002 bal

Output level /impedance

Nor +4dBu / 6002 bal

Frequency response

Less than —1dB(20Hz—20kHz)

Signal to noise ratio

More than 86dB

T.H.D(1kHz) Less than 0.03%

Power consumption 3.6W

Power DC 24V

Dimensions (mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D)

Weight(kg/Ibs) 3.0/6.6

Drawing
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JRA-051A,051B

Remote Amplifier
RoHS

COMPLIANT
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JRA-051A(20CH) FEATURES

m|ndividual zone selector + "all call".
m Chime function.
mUnidirectional microphone to reduce feedback.

mData LED indicator. a

AMPLIFIER

mSuperior circuit communication by RS485
(Data via UTPcatb, audio via 2core shielded).
m|f more than 1 piece is needed in the system

,use JDR—104.
SPECIFICATIONS
" MIC Input Level —50dB
2 Output level / Impedance +4dBu/600ohm bal.
- e Frequency response Less than —3dB(200Hz—20kHz)
Signal to noise ratio More than 68dB
T.H.D Less than 0.05%
Speaker Controls Pam ol e ORies
RA—051B : 10Lines
- Power consumption 3W
Power DC 24V
Dimensions(mm) 275(W) x 51(H) x 156(D)
Power S'W —' Chime / MIC Level - Audio output (inch) 10.8(W) x 2(H) x 6.1(D)
Weight (kg/lbs) 2/4.4

SYSTEM CONNECTIONS

AUDIO MUSIC RACK
MIXER AMPLIFIER TYPE

JRA-051A

© C€ | =i p— ok ﬁ offin NJ oftin ®
) Jin] o n
: e o = 8 JDR-104 i
© = R B v S B B B ® § w
< I
w =
a O
| | “S

REMOTE-2 CARD [ ™"« )
REMOTE-2 CARD |® = [P EJE
REMOTE-1 CARD |® OOOOONO0O0 D00OOnOOn0 O BRI
() FrOMJss-1200 UPPERJRG-220A  (53)
m — “ B i EMERGENCY CARD g
EMERGENCY CARD TE ) JRG'220A = |:
TO RELAY BOX LOWER JRG-220A m

FROM JPD322A - - o
o u
\ \ > §
m Refer to O/P manual for detailed configuration. 8
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JRG-220A

FRONT VIEW

€01 ReLAY GROUP JRG-220A

REAR VIEW

Relay Group

RoHS

COMPLIANT

©

CAUTION [N

o AN
[OARNNG, 1o sauce o e
o

MODEL NO.: JRG-220A
RELAY GROUP.
JEDIA €CO.,LTD.
MADE IN KOREA

®
B>

SERIAL NO.:

®

FEATURES

® 20—zone routing system for use with JSS—120A, JEU—-211A,
JES—120A, JDR—104, JRA—-051A.

ACCESSORY

®m RS485 connection for long data communication (up to 1 km).

Suitable for evacuation— and emergency applications.
Internal priority signal exchanger (cascade).

Easy configuration of every zone by programmable internal matrix.
Connection of several microphone—stations(JRA—051A, JDR—104).
Priority for passive volume controls by 3—wire & 4—wire system.

SPECIFICATIONS

Speaker controls 20 Lines

Signal exchanger circuit 1circuit
2—wire
ATT. 3—wire

Speaker line connection ATT. 4—wire

Low Imp AMP 2—wire

Main & Local AMP ATT.2—wire

Power consumption 11.5W

Power DC 24V

Dimensions(mm) 483(W) x 133(H) x 350(D)
(inch) 19(W) x 5.2(H) x 13.8(D)

Weight (kg/Ibs) 8.5/18.7

Drawing

133.00

350.0

m OOONOOMOAOOANA

483.00
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JRG-220A

1. 2-WIRE |
+[@] 50V, 70V ot @]
AMP
- [@] < oo - |[@]|'
SPEAKER

SPEAKER E?D“[D]
N. N.C
EM E@ E/M
RELAY °Ng RELAY

NO

4. LOW IMPEDANCE AMP 2-WIRE

+
SPEAKER

40,80,25V OUT

+
E/M 24V/0.2A _

Eﬁ
20

DIRECT 24V/0.2A &

50V TV
100V OUT

;&—mﬂ - spEAK:R

3. ATT.4-WIRE

+[@]
- |[@]|'

No :|

E/M 24V/ 0.2A

50V, 70V
100V OUT

E/M RELAY

DIRECT 24V/ 0.2[}‘_ -

5. MAIN & LOCAL AMP ATT.2-WIRE

- LOCAL

awp * j

H + X amp
SPEAKER * = ; o e ~
— i I =
NC AT [ =
EM }:@; el s
RELAY 35 ! >

E/M 24V/ 0.2A
DIRECT 24V/ 0.2A

~
S "DP” TYPE AMP
REMOTE-1 CARD MATRIX
s20 s1
1 s 3 Al AMP 1
<t
3. PGM 1 PGM
3| PRI o o< SPK1
i3 —{PRi 1 0 Group 1
ks o——<] SPK5
Hik S AMP 2
S
i PGM
3| PeM2Z Rtz PRI oG <] SPK6
e b +— PRI i Group 2
1 [o0) 69| [09] [o9| [09] [09] 69| [0 69| [69] 69| [69] [0 [o¢ 55| [0 00| [0 [0 cp——< SPK10
ELEEL L Bl : 88y (= AMP 3
2| 134 [59] [o<) o= e o
= M3 oris PR o o< SPK1
- +—{ PRI GI'OUP3
2 (53] (35 (53] (39| 153 o———<] SPK15
23 B9 39 B9 g AMP 4
&
= PGM 4 PGM
< PRI 4 % <] SPK16
N e e R21 PRI Group 4
AMP PRIORITY CONTROL OUT nsﬂ:?s&BAR o———=<] SPK20
2019 18 17 16 15 14 13 12 11 RELAYBOX
PRIORITY
OO0O0O0OOCO000 DoOOoOaaEm AUDIO OUT
\ — T L T N FROM JRG-220A
PRI 4 PRI 3 PRI 2 PRI 1 EMERGENCYCARD
#Refer to O/P manual for Detailed configuration

_J

Remote Data Input
Remote Data Link

AMP Prority FROM JSS—120A

REMOTE-1 CARD Guit-in)

Remote Data Link
Remote Data Input
Remote Audio Input

REMOTE-2 CARD option)

Remote Control
Remote Audio Input

JSS—

E/M Relay Output
Audio Input

Priority
E/M Audio Input
E/M Data Input
E/M Data Link

JPD—322A
Upper JRG—220A

From Relay Box

120A

EMERGENCY CARD @uit-in)

+5V Output

AMP Prority TEL AUDIO Input

TELEPHONE PAGING CARD opton)

TABLE AMPLIFIER
& OTHERS

P.A
AMPLIFIER

RACK
TYPE

oc
oF
o —
=
==
<

AUDIO
MIXER

SPEAKER
& OTHERS

SYSTEM
CONNECTION
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JPD-322A
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FRONT VIEW

(\E@ POWER DISTRIBUTOR JPD-322A

Power Distributor

POWER

RoHS

COMPLIANT

REAR VIEW
i RO i

s .

AC 230V/50Hz

TO OTHER
JPD-322A

(TO JEP-352)

EEE@ '
+ |~
2y

’N__CAUTION
(10 JRG-2208) | /f\usworzzme soce
DC 24V OUTPUT DONOT 0P

PWR CONTROL IN
UNSWITCHED IN
SWITCHED IN

5)8|8]®

EIEIRET)
JISNIN

H3IXIN
olanv

i O

1L 3% POWER OUTPUTS DELAY SOCKET(1~6) FOR POWER AMPLIFIERS.

5 SWITCHED TOTAL MAX OUTPUT 7000VA. SWITCHED EACH MAX OUTPUT 3500VA.

FEATURES

= 9+1 AC outlets.

= Two 24V DC output terminals.
= Automatic 24V DC power control on emergency situations.
= Constant power supplying 24V DC to the Remote Amp, E/M speaker selector matrix unit ,

E/M unit in the rack system (power supply from battery).

Built—in protection against 24V DC output terminal short.
Fuse built—in per AC outlet (fuse exchange at the front panel).
Power output delay functions to reduce surge power peak when re—supplying the rack system.

NOILO3INNOD
N3LSAS

_F—T—-F—I——
SH3IHIO ®
HIaNV3IdS

SPECIFICATIONS Drawing
DC power 24V/1.5A Max x 2 .
Switched 1—6 :230VAC/7000VA(30A) el
AC power 120VAC/3600VA(30A) p— . e
Switched 7—9 :Each Max 115VA =\ e
Unswitched 360VA Max 432.00 ‘
Power consumption 120W(DC Power 24V/3A Load) — e [B] [ Rt
Power(option) AC 120V/230V/240V 50/60Hz(Option)
Dimensions(mm) 483(W) x 133(H) x 200(D) ’
(inch) 19(W) x 5.2(H) x 7.9(D)
Weight(kg/Ibs) 8/17.6 2
U 483.00 —
| |
.




JEP-352

FRONT VIEW

E/M Power Supply

RoHS

COMPLIANT

REAR VIEW

[

o]

o]

CAUTION: ToRenuce THE Risk OF
FIRE REPLACE ONLY WITH SAME TYPE FUSE.

AC 230V~/50Hz 105W

=111

I

CAUTION

MODEL NO.: JEP-352 DO NOT OPEN
EMERGENCY POWER SUPPLY |
JEDIA CO., LTD.

MADE IN KOREA

I

OF ELECTRIC SHOCK,

WARNING: oRepuCE THE Risk OF FIRE
‘O ELECTRIC SHOCK DON'T EXPOSE THIS.
JPMENT TO RAIN OR NOISTURE.

NI

®

EXTERNAL
BATTERY
—= 24V

CAUTION: IN CASE OF USING EXTERNAL
BATTERY, INTERNAL BATTERY IS NOT AVAILABLE.

SERIAL NO.:

3% BE SURE NOT TO EXCEED

FOR USING OF INTERNAL

(FROM JPD-322A) f DC OUTPI
—*PWR CONTROL OUT

[—* UNSWITCHED OUT

I—dwncuzn our

EACH

I o
oooo
A, §

24A OF DC OUTPUTS
BATTERY.

UTS oo
24VI16A,

TAOAL32V  TAOAL32V  T20AL3ZV  T20AL32V  T20AL 3V

FEATURES

SPECIFICATIONS

Charging off Aprox. 27.3V DC
Charging current 2.5A limited
Power consumption 105W

Power(option) AC 220V/230V/240V 50/60Hz,DC 24V
Dimensions (mm) 483(W) x 133(H) x 350(D)
(inch) 19(W) x 5.2(H) x 13.8(D)

) built—in battery 29 / 64
teiditlarlhs) not built—in battery 11.6 / 25.6
Battary(option)

Dimensions(mm) 175(W) x125(H) x 166(D)
(inch) 6.9(W) x 4.9(H) x 6.5(D)
Capacity 12V / 24AH

DC 12V/24AH
(2EA Built=in)

(Option)

Permissible battery built—in or use of battery from outside. (extended battery)
Automatic battery charge and discharge.
Automatic convertable AC power to DC power when unexpected AC powers failure.
Built—in fuse for 24V DC per output.(Fuse change at the rear).
Protection circuity for battery against over current,over voltage.
LED indicator for battery charge or rechargable amount.
An airtight battery built—in makes not leakage of gas when recharging.
Protection circuit against mis connecting of +, — polarity.

Drawing
430.00
.
BWMEE.
oJelT
350.00
o.@.o
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483.00
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JTB-372A

FRONT VIEW

.{ED’L\A‘ TERMINAL BOARD JTB-372A

REAR VIEW

Terminal Board
RoHS

COMPLIANT

@

12 3 4 5 6 7 8 9 10 11 12

13 14 15 16 17 18

19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36

clolslslsleloloi waisiai olcle

37 38 39 40 41 42 43 44 45 46 47 48

MODEL NO.: JTB-372A
TERMINAL BOARD
JEDIA €O, LTD.
MADE IN KOREA

49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67 68 69 70 71 72

Bsbsiciclclsioclcls

@

WARNING: o REDUCE THE RiSK OF FIRE
OR ELECTRIC SHOCK DON'T EXPOSE THIS
EQUIPMENT T0 RAIN OR MOISTURE.

clclololsislelclolsisinais ololslslclololsisinnaisis olsislclololsispaii

®
® SERIAL NO.: _ ®
FEATURES SPECIFICATIONS
® Good Reliance of terminal block. Dimensions 483(W) x 133(H) x 350(D)mm
® 36 circuit terminal. Weight 5.8kg
® Connecting external signal to system.
Blank Panel e
JBP-001V/002V/003V .
Drawing
JBP-001V JBP—-002V JBP-003V
W 483mm 483mm 483mm
H 44mm 88mm 133mm
Weight 280g 4409 600g

46008 BLANK PANEL JBP-002V

JBP-003V

432.0

347.0

il

483.0
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JNC-111

FRONT VIEW

REAR VIEW

Ambient Noise Controller

RoHS

COMPLIANT

Z0VACT250mAL 250V
® ~AC IN50/60Hz  IlZs0vACT250mAL 250v
MAX 7.5W 2500

® «AFUSE INSIDE LA
o o
| I 120VACITS00mAL 250V

MODEL NO.: JNC-111

SERIAL NO.:
&0 0= \ ®
p / P ——
s s |
B, — | | e Shok s
_m_ OUT[TTJIN A@ TO ANY MOISTURE.
ey LREFERENCE

FUSE RATIN
T500mAL 2500

PICKUP INPUT

FEATURES

= Automatic variable adjustment of amplifier input level by ambient noise level.

= Useful for noise area like department store, lecture room.

= Permissible 500m of JND—011(Ambient noise detector) from the JNC—111(Ambient noise controller).
= High efficiancy electronic balanced. circuit capable of eliminating the exterior static induced to the signal is adopted.
= DC 24V battery for unexpected AC failure.

= Built in filter circuit to detect specific noise(Filter/Hz).

= Use of high sensitivity condenser MIC or Dynamic Microphone.

SPECIFICATIONS

Rated Output

0dBm/30K R bal

T.H.D

0dBm/200% bal

Ratio Input Frequency

Less than—1dB (20Hz~20KHz)

Power Consumption

7.5W

Power(option)

AC 230V/240V 50/60Hz, DC 24V

Smensions(mm) INC—111 - 483(W) x 44(H) x 200(D)
JND=011: 81(W) x 60(H) x 179(D)
. INC—111 :2.7/5.9
Waiehtikaibs) IND—011:0.5/1.1

RoHS

COMPLIANT

' JND-011

Ambient Noise Detector

Drawing
L " @a" .G |
431.5
" |
200.0
s 9]
001
483.0
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FRONT VIEW

\———— NOTCH LEVEL —

REAR VIEW

Feedback Suppressor

RoHS

COMPLIANT

CAUTION: DC POWER
 TO REDUCE THE RISK OF SERIAL NG

FIRE REPLACE ONLY WITH SAME TYPE FUSE. + -
o —
-

Fo2A 25V = 20V/0.33A

MADE IN KOREA

MODEL NO.: JFS-142A
FEEDBACK SUPPRESSOR
JEDIA CO., LTD.

CAUTION
RISK OF ELECTRIC SHOC
DONOT OPEN
WARNING: 10 REDUCE THE RISK OF FRE
OR ELECTRIC SHOCK DONT EXPOSE THIS
EQUPNENT TO RAIN OR NOISTURE.

SRk
@) ©

BAL OUTPUT BAL INPUT

0.775V 600Q 0.775V 15KQ

FEATURES

= High fidelity electronic balanced inputs.

= Mono, stereo announcement for input, output by 1:10, 2:5.
= \/olume control per output.

= Minimum noise of power supply(operating voltage 15V).

® Permissible any type polarity to the ground.

= 4—bands notch filter to reduce feedback.

SPECIFICATIONS

Input sensitivity / Impedance 0.775V(0dBm)/15kQ bal

Output level / Impedance 0.775V(0dBm)/600%. bal

Frequency response Less than —1dB(20Hz ~20kHz)

SH3H1O ®

H3IMv3dS

Signal to noise ratio More than 94dB

T.H.D Less than 0.4% (20Hz ~20kHz)

Notch Filter Frequency 60Hz~6kHz(Continuous Variance)

Notch Depth 0 ~ —20dB

Power consumption 9.9W

AC power AC 230V/240V 50/60Hz, DC 24V

Dimension(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D)

Weight (kg/Ibs) 4.5/9.9

NOILJ3INNOD

N3ILSAS

W— L

Drawing

431.5

200.0

483.0
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JFC-152

Anti Feedback Controller

RoHS

FRONT VIEW

COMPLIANT

e
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NOTCH LEVEL —

REAR VIEW

CH 1
+ [c}

CH 2
+ G MODEL: JFC-A52

JEDIA €O, LTD. =
MADE IN KOREA

‘

[e) CH 2
O ‘
100-; 240V~ 50/60Hz MAX 6W

FEATURES

= |t is to control feed—back when you properly design sophisticated sound.

= Accept Noise Gate and it makes more reliable.

= |nput Signal has By—Pass function.

= The country voltage will not affect the product. So the product works all voltage.

= When you use this at public places, like hospital, hotel, church, sport center, it is easy to control feed—back and
even if situation is emergent, you will manage properly.

= Watch dog function.

SPECIFICATIONS Drawing
Input Sensitivity/Impedance | Up to +20dBu / 60K Q BAL |
Output Level/Impedance Up to +20dBu / 50K Q BAL
Frequency Shift Adjustable from 3 to 15Hz -
® @
Cross Over 45Hz~9.6kHz(24dB/oct) H 8% @ & H
Signal to Noise ratio More Than 70dB 431.50
Frequency Response —1.0dB ( 20Hz ~20KHz) - | \ o« ®
T.H.D Less than 0.03% 5 e
Power Consumption MAX 6W u<.| I:I—:
Power AC100-240V,50/60Hz 200.00 a g
Dimensions(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.9(D) 1T — 1o
Weight (Kg/lbs) 2.47 |/ 5.441bs
483.00
i B ] - 44.00 =
=P
[
- Q
o u
7z
(7]
o
(&)

AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER
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FRONT VIEW Dual 31Band Graphic Equalizer

RoHS

COMPLIANT

; (@ GRAPHIC EQUALIZER JEQ-2312

REAR VIEW

———CH2—

5
+-G
—
lpoo)

WO iverNG /5 Yo |nvmn>m

RIBK Of EI.ECTRIC SNOCK
100- z4ov~ 50/60Hz fog&; ey
[WARNING: o eouce THe sk oF v
JEDIA €O, LTD. |OR ELECTRIC SHOCK DON'T EXPOSE THIS|
U [EQUIPMENT 10 RAN OR MOISTURE.
c € SERIAL NO.:

——CH 11—y I_CH1_|

9 +-G “""”© + G
—— e
4 [ooo

OUTPUTS 0.775V/0dBu

INPUTS 0.775V/0dBu

FEATURES

= BALANCED INPUT
High efficiency balanced circuit is adopted to reduce the exterior static.
= BALANCED OUTPUT
You can ground any of priority "+
® HIGH PASS FILTER(LOW CUT)
You can select High pass filter for the sound clearness.
= BY—-PASS
By depressing the EQ IN switch input signal deliver to output directly.
= 2 CHANNEL 31BAND GRAPHIC EQUALIZER
Controlling a frequency spectrum that intervals of each band 1/3 octave from 20Hz.
® QUTPUT EXCEEDED INDICATOR
Signal is exceeded, the LED indicator output.
m COUSTANT—Q Fillter apply.

" to sound output power and DC hum will be minimized by =15V power supply.

SPECIFICATIONS Drawing

Input Impedance 0.775V(0dBu)/20kQ Balanced

Output impendace 0.775V(0dBu)/200L Balanced

SH3IHIO ®

H3IMv3dS

NOILO3INNOD

N3ILSAS

20, 25, 31.5 ,40 ,50 ,63, 80, 100, o) &
ZE )

Center Frequencies 125, 160, 200, 250, 315, 400, 500, o ) o
+5% (31Band) 630, 800, 1K, 1.25K, 1.6K, 2K,

2.5K, 3.15K, 4K, 5K, 6.3K, 8K, 10K, ‘ AL :

12.5K, 16K, 20K (Hz)
Frequency response Less than —1dB (40Hz~20KHz)
T.H.D Less than 0.03% 200.0
EQ boost / cut +12dB
Range +6dB / £12dB N [ =

, ; , U u &J

Signal to Noise Ratio More than 68dB
Power consumption Max 7W 483.0

Power AC 100V—240V~, 50/60Hz

Dimensions(mm) 483(W) x 88(H) x 200(D)
(inch) 19(W) x 3.5(H) x 7.9(D)

Weight(kg/Ibs) 3.4kg




JEQ-215A

FRONT VIEW Dual 15Band Graphic Equalizer

RoHS

COMPLIANT

@ GRAPHIC EQUALIZER JEQ-215A

RANGE -

atbds . -

5 1od
1208
CH-1LEVEL 25 40 63 100 160 250 400 630 1K 1.6K 25K 4K 63K 10K 16K(Hz) CH ZLEVEL 25 40 63 100 160 250 400 630 1K 1.6K 25K 4K 6.3K 10K 16K(Hz)

>
100-240V~,50/60Hz P ] OUTPUTS 0.775V/0dBu INPUTS 0.775v/0dBu
JEDIA €O, LTD.
MADE IN KOREA [ CH2—— —— C"1_| |_‘:H1 o
IN\IE"IHG ( INVERTING
= (0] ] AASKWELECWKJWOCIA + & + & + & L@_‘ =
DoNOTOPEN
[WARNING 70 REDUCE THE RISK OF FIRE| lﬁ“"’ o, o)
|OR ELECTRIC SHOCK DON'T EXPOSE THIS)| IHVER“NG INVERTING
SERIAL NO.: EQuPuENT T0 RAN OR MOISTURE.

= BALANCED INPUT
High efficiency balanced circuit is adopted to reduce the exterior static.
= BALANCED OUTPUT
You can ground any of priority "+
= H|GH PASS FILTER(LOW CUT)
You can select High pass filter for the sound clearness.
= BY—PASS
By depressing the EQ IN switch input signal deliver to output directly.
= 2 CHANNEL 15BAND GRAPHIC EQUALIZER
Controlling a frequency spectrum that intervals of each band 1/3 octave from 20Hz.
= QUTPUT EXCEEDED INDICATOR
Signal is exceeded, the LED indicator output.
® COUSTANT—Q Fillter apply.

—" to sound output power and DC hum will be minimized by *15V power supply.

SPECIFICATIONS Drawing

Input Impedance 0.775V(0dBu)/20kQ Balanced
Output impendace 0.775V(0dBu)/200Q Banlanced = =
Center Frequencies | 25, 40, 63, 100, 160, 250, 400, 630, 1K, [ “a®a "ua © ]

+5% (15Band) 1.6K,2.5K,4K, 6.3K, 10K, 16K (Hz) ) )
Frequency response | Less than—1dB (40Hz~20KHz) 431.50
T.H.D Less than 0.03% ﬁr 1

EQ boost / cut +12dB

Range +6d8 / +12dB e
Signal to Noise Ratio| More than 68dB

Power consumption | Max 4W '—U“ uuuuuuuuuuuuuuuu S—— ‘UL [L:Jj
Power AC 100V—240V, 50/60Hz 483.00

Dimensions(mm) 483(W) x 88(H) x 200(D) L j

o) _| 1800 x 5.5 17.30) OO = ) e

Weight(kg/lbs) 3.4/7.4 Lo ® : "Le

e
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FRONT VIEW Single 31Band Graphic Equalizer

RoHS

COMPLIANT

. @ GRAPHIC EQUALIZER JEQ-1311

= 3
| B 2§ 2 2 R 5 S R 8 3 5 S R R QROA POWER

E - - z o

20 25 315 40 50 63 B0 100 125 160 200 250 315 400 500 630 BO0O 1K 1K25 1K6 2K 2K5 3K15 4K 5K 6K3 BK 10K 12K5 18K 20K(Hz)

REAR VIEW

INPUT 0.775V/0dBu

NON -
INVERTING
) (GND)
]

INVERTING

CAUTION
=
O 0 MODEL: JEQ-1311 DO NOT OPEN
= O oia cootro | [WARNNG:ro eouce e macor e
[__MADEINKOREA |

[EQUIPMENT TO RAI OR MOISTURE.

100-240V~,50/60Hz MAX 4W SERIAL NO.:

FEATURES

= BALANCED INPUT
High efficiency balanced circuit is adopted to reduce the exterior static.
= BALANCED OQUTPUT
You can ground any of polarity "+","—=" to sound output power and DC hum will be minimized by =15V power supply.
® H|GH PASS FILTER(LOW CUT)
You can select High pass filter for the sound clearness.
m BY—PASS
By depressing the EQ IN switch input signal deliver to output directly.
= 1 CHANNEL 31BAND GRAPHIC EQUALIZER
Controlling a frequency spectrum that intervals of each band 1/3 octave from 20Hz.
= QUTPUT EXCEEDED INDICATOR
Signal is exceeded, the LED indicator output.
® COUSTANT—Q Fillter apply.

SH3H1O ®

H3IMv3dS

NOILO3INNOD

N3ILSAS

SPECIFICATIONS Drawing
Input Impedance 0.775V(0dBu)/20kQ Balanced
Output impendace 0.775V(0dBu)/200LQ2 Balanced
20, 25, 31.5 ,40 ,50 ,63, 80, 100, = =
_ 125, 160, 200, 250, 315, 400, 500, ._=a g & |
Center Frequencies
630, 800, 1K, 1.25K, 1.6K, 2K,
+5% (31Band) 4315
2.5K, 3.15K, 4K, 5K, 6.3K, 8K, 10K, \ — — = |
12.5K, 16K, 20K (Hz) ‘
Frequency response Less than —1dB (40Hz~20KHz)
T.H.D Less than 0.03% 200.0
EQ boost / cut +12dB
Range i6dB/j:12dB —1 L [
; , , U U Y
Signal to Noise Ratio More than 68dB
Power consumption  Max 4W 483.00
Power AC 100V—240V, 50/60Hz L -
Dimensions(mm)  483(W) x 44(H) x 20000) s z= B ORISR AR o 2[[] [ eo00
(inch) 19(W) x 1.7(H) x 7.9(D)
Weight(kg/Ibs) 3.4kg




JEQ-231A

FRONT VIEW

Single 31Band Graphic Equalizer

RoHS

COMPLIANT

20 25 315 40 S50 63 B0 100 125 160 200 250 315 400 500 630 B00 1K 1.25K 1.6K 2K 2.5K 3.15K 4K 5K 63K BK

100-240V~,50/60Hz OUTPUT 0.775V/0dBu INPUT 0.775V/0dBu
MAX 4w
@ Asx OF ELECTRIC smﬁ ) Ry )
MODEL: JEQ-231A DONOT OPEN NON-INVERTING  ©) G NON-INVERTING [
ml o o QRAPHIC EQUALIZER [ WARNING: To REDUCE THE RISK OF FIRE| += ml
JEDIA €O, LTD. lor eLecraic swock bow Exeose ] —
MADE IN KOREA' [EQUIPMENT TO RAIN OR MOISTURE. (o) "1 ) (evo)
INVERTING © INVERTING. ©
c € SERIAL NO.:

= BALANCED INPUT

High efficiency balanced circuit is adopted to reduce the exterior static.

= BALANCED OUTPUT
You can ground any of polarity "+","—
® H|GH PASS FILTER(LOW CUT)
You can select High pass filter for the sound clearness.

= BY—-PASS

" to sound output power and DC hum will be minimized by =15V power supply.

By depressing the EQ IN switch input signal deliver to output directly.

= 1 CHANNEL 31BAND GRAPHIC EQUALIZER

Controlling a frequency spectrum that intervals of each band 1/3 octave from 20Hz.

= QUTPUT EXCEEDED INDICATOR
Signal is exceeded, the LED indicator output.
= COUSTANT—Q Fillter apply.

SPECIFICATIONS

Input Impedance

0.775V(0dBu)/20kQ Balanced

Output impendace

0.775V(0dBu)/200Q Banlanced

Center Frequencies
+5% (31Band)

20, 25, 31.5 ,40 ,50 ,63, 80, 100,
125, 160, 200, 250, 315, 400, 500,
630, 800, 1K, 1.25K, 1.6K, 2K,
2.5K, 3.15K, 4K, 5K, 6.3K, 8K, 10K,
12.5K, 16K, 20K (Hz)

Frequency response

Less than—1dB (40Hz~20KHz)

T.H.D

Less than 0.03%

EQ boost / cut

+12dB

Range

+6dB / +12dB

Signal to Noise Ratio

More than 68dB

Power consumption

Max 4W

Power

AC 100V—240V~, 50/60Hz

Dimensions(mm)

483(W) x 88(H) x 200(D)

(inch)

19(W) x 3.5(H) x 7.9(D)

Weight(kg/Ibs)

3.4/7.4
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MMA-400

FRONT VIEW

Module Mixer Amplifier

SPECIFICATIONS
TECHNICAL & GENERAL
Module Type MMA-400 PS-02
Applications Module Mixer Preamplifier with PS—02 Power Supply Module
Output Voltage. 18V DC
Output Current MAX 2.5A

Power Requirement

AC 120V/220V/230V/240V 50/60Hz, DC 24V

Input Capacity

Basic Configuration 10 Modules

Up to 8 Input Modules / 2ch(16 Inputs)

2 Output Modules / 2ch(4 Outputs)

Extension Configuration

Power Consumption

Up to 10 Input Modules / 2ch(20 Inputs)

MAX 59W

Current Consumption

AC 230V MAX 320mA

AC 120V MAX 640mA

DC 24V MAX 2A

Programming

Extension Output RJ—45 Jacks

Extension ON/OFF Jumpers

Functions

Extension Input RJ—45 Jacks

Connections

Extension In/Out : RJ—45 8—pin

Input AC : AC Inlet

Mother Board : 32—pin DIN CON

Input DC : 2—pin Terminal Block

Output : 32—pin DIN CON

Dimensions(mm)

483(W) X 177(H) X 260(D)

40(W) X 172(H) X 275(D)

(inch) 19.0(W) X 7.0(H) X 10.2(D) 1.57(W) X 6.77(H) X 10.8(D)
Weight(kg/Ibs) 8.5/ 19.7(with PS—02) 1.6 / 8.5
Finish Dark Gray Dark Gray
FEATURES Drawing
® Permissible various type module
® Various programming for purpose olog g ‘
. mo|e|s J
= Up to 10 input module , Qe L
® Extend able to two MMA—400 5 5
® Function of audio mixer with 19" rack mounted
m AC and DC 24V operation 425.0 :
m Connection to JPM—10(Paging Mic) ﬂ
{
[
PAGING P
MICROPHONE U 483.0 U
® ® ® ® ® ® i
= 2N JPM'10 Rl P30S P e O IR == i i I I -
\ . IS o P N i T = I bl
(Option) S 0=l F
o Pl il L A S
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MMA-400

APPEARANCE Module Mixer Amplifier
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Digital Av System Software

o DigitalaV - [KOBA.dav] =X
xX

@Eﬁle Edit View Reserved announcement Metwork Tools Window Help =&
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— L

2O 8 AP AHE W g

MNew doc DAY Open DAV Save Cut Paste Announce Res/Time | Metwork  Status Buttan Fader

e

Ready |2006/03/07 Tuesday, 18:41:40  [Notused |Notused [x:726. yi96

Program

= Analog P.A Egiup. Can be controlled by DIGITAL AV Software.

FEATURES

= Easy operation by G.U.l(Graphic User Interface).

= Support free function of zone editing(Add.Delete and changing).

= Groupping of broad casting zone is available.

= Computer base romote control via network.

= Supporting sound signal transfer via network.

= SMS service Can be provided to registered mobile phone in emergency case.

SOFTWARE REQUIREMENT

0O/S : Microsoft Windows NT/2000/XP 0O/S : Microsoft Windows NT/2000/XP
MIN  CPU: Pentium 3 500 MHz RECOMENDED CPU: Pentium 4 2.0 GHz
RAM: 128 MB RAM: 256 MB




JMA-5104

FRONT VIEW Digital Control Pre Amplifier

RoHS

COMPLIANT
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FEATURES

m 10CH Input , 4CH Master output, 4 Recording output.

® [nternal 3 band (High, Mid, Low) Equalizer per each master output for adjustable sound control by user.

MUSIC
AMPLIFIER

m 4 external control contact for operating other equipments.

m P.C base operation with RS—232C.

= Volume control and other equipment operation control by separate PC program

m Emergency and analog P.A equipment can be converted by connecting JSS—5120 and original analog type

Broadcasting can be available.

SPECIFICATIONS Drawing 2 i
3=

Input sensitivity/ —60dB / 6002 BAL(MIC)

Impedance —30dB / 10kQ BAL(LINE)

Output level/ +4dBu / 6002 BAL(MASTER) n0=gg—] S 098%8% 0o

Impedance —10dBu / 10kQ Unbal(REC)

EEED Less than 0.1% 441.00

Frequency Response Less than —3dB(20Hz ~ 20kHz) o &)

Signal to noise ratio More than —80dB § %

Channel separation More than 75dB E 5

Communication mode RS—232C 280.00 (]

Communication speed  9600bps

Power consumption 15W |

Power DC 24V

Dimensions 483(W) x 88(H) x 280(D)mm 48300

Weight 5kg D00 anfnddi & dnd Sidnd e eeenanes 000
EHERE ||

0
saaas
(9]
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JSS-5120

FRONT VIEW

Speaker Selector with Digital Matrix

RoHS

COMPLIANT

SH3IH1O ®
H3IldITdINVY 3719V1

> L B B MO OM M M M N N | M M M M OM N O N

= ‘

e o

o>

m

i REAR VIEW
TO JRG-220A TO JRG-220A = ()
|° CE o e P o ; I
U oo mmmniun: ol Jodo og |t g T
SERIALNO.:_ 5V~24VDC REMOTE CONTROL MADE IN KOREA [ EQUIPMENT TO RAIN OR MOISTURE.

-3

<P

oo

m X

FEATURES

= Free control per zone and total area.(connecting to relay group JRG—220A)

= Priority mode conversion in case of remote and emergency signal input by connecting relay group JRG—220A.

= |nput control function for normal and remote broadcasting.

= PC base control with RS—232C communication.

= Volume control and other equipment operation control by separate pc program.

= Emergency and analog P.A Equipment can be converted by connecting JMA—5104 and original analog broadcasting
can be available.

= Internal speaker line display lamp for easy recognition of zone in long distance.

= |n case of selection of speaker line at remote amp(JRA—051A), speaker line at speaker selector can be cancelled.

= |n emergency mode(Fire), E/M led on and speaker line at speaker selector off.

| o
EIETRET)
JISNIN

=2 SPECIFICATIONS Drawing
O
T O .
Speaker controls 20 Line(available to extension)
Program 4 Mode
1 : Emergency
Bty 2 Remote 1 H T L e —— H
3 : Remote 2
4 :BGM 431.5
2 Communication RS—-232C md & L4
o r-lql Speed 9600Bps
:':' > Power consumption 2.4W
o : Power DC 24V 200.0
n>I Dimensions(mm) 483(W) x 44(H) x 200(D)mm
Weight 2.5kg ] =
U U EJ
483.0
(9] DT 5.5 5 5.5 0 G50, 506 F IS .. [P
¢ Sddoddddcs ddddddaded & | 44.0
E, i i)
= =<
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POWER 300A —
600A 64 page
800A ——
JMA-300A
-600A 65 page
-900A
L1.0/L1.5/L2.2 66 page
L3.0X/L3.6X/L4.8X/6.0X 67 page
JFX-425 68-69 page
JDN-132B 70 page

TABLE AMPLIFIER
& OTHERS

AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER
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SYSTEM
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FRONT VIEW

REAR VIEW

POWER 300A/600A/800A

Power Amplifier

RoHS

COMPLIANT

i

AC 230V~/50Hz 1398W

OO

9

[WARNING: o Reouce THe Risk oF Fre]
[OR ELECTRIC SHOCK DON'T EXPOSE THIS|
[EQuIPMENT TO RAIN OR MOISTURE.

MODEL.: POWER 800A
POWER AMPLIFIER

JEDIA €O., LTD.
MADE IN KOREA|

SPEAKON
CCONNECTION

Channel 2.
Input 1.23V/30KQ

Channel 1/Bridged
Input 1.23V/30KQ

SERIAL NO.: _ o oo:: wt !:ﬁ-’
— o o o \ :
Technical Specifications
s P EC | F I CAT I O N S Frequency response (1W/8Q)) 20Hz~20,000Hz, +0/ —0.5dB

Model

Power 300A | Power 600A | Power 800A

Output power

1kHz, 1% T.H.D

Voltage Gain(reference 1kHz)

36dB

Input Sensitivity
at 4ohms rated output power

+4dBu(1.23V) / 30kohms Bal

IMD—SAMPLE

8 stereo(RMS) 124W 198W 269W 60Hz, 7kHz, RMS output power Sl
4Q stereo(RMS) 189W 306W 412w Signal to noise ratio
82 bridge(RMS) 364W 600W 800W A weighted, rms, to rated output level ek
Damping factor >300
Output power 1kHz, 0.1% T.H.D Slew rate > 30V/us
8Q stereo(RMS)  118W 189W 260W Cross talk at 8 load(A weighted) <60dB(A weighted)
4Q stereo(RMS) 181w 296W 392w 220V/230V/240VAC 50~60Hz
89 bridge(RMS) 345w 566W 750W O SURRY (Factory configured)
Power Consumption 635W 1047W 1398W
1/8 Power Curr. Draw 220~240V/4Q 1.55A 2.45A 3.14A
Max Curr. Draw 220~240V/4 Q. 3.62A 5.57A 7.33A
Dimensions(mm) 483(W) x 88(H) x 370(D)
(inch) 19.0(W) x 3.5(H) x 14.6(D)
FEATURES Weight (kg/Ibs) 105/232 | 11.5/254 | 125/276
B HIGH EFFIICIENT . ' - ' Drawing
"1 "type air flux design makes high efficient cooling.
air flux from right front and side to left front and side.
B Built—in over current protection to protect
output transistor.
B PEAK CLIPPING LIMITER CIRCUIT
® POWER "ON" DELAY CIRCUIT(SOFT START) 4300
B PROTECTION
- Over heating protection [ I S
Input signal will be cut—off automatically when temperature of
heat—sink is more than 100°C
* Speaker protection 260.0
Designed amplifier bum sound to be minimized when power on/off. |
= Short protection . .
When input signal is supplied under the out of work for speaker, - -k 2
short protection will be operating automatically. U U=
= Over current protection 483.0
m BUILT IN BRIDGED MONO FUNCTION 5 =
m 5—WAY BINDING POST AND SPEAK ON CONNECTOR. ‘ o @ o 88.0




FRONT VIEW

REAR VIEW

Power Amplifier

8Q
BRIDGED

MONO(B/D) |
STEREO

CHB CHA

TRIPAC 8.4.4.2

JMA-300A/600A/900A

RoHS

COMPLIANT

o

Aﬂ:xurzlz:msn%
oot oren

[WARNING: 10 ReDUCE THE RisK OF FiRe]
|oR ELECTRIC SHOCK DON' EXPOSE Thi|
[EQUIPMENT TO RAIN OR MOISTURE.

—T—r— AC 230v—\.150Hz
T—r—

> @l

[CAUTION: 1o repuce
THE RISK OF FIRE REPLACE
|oNLY W sawe yee Fuse |

FUSE RATING
TA0AL 250V

LINK
‘ clole ©6 ©
[ ] tl °
| A—eR(-) ‘ ‘

T cle & ooz

MONO«  PSTEREC

L0000

INPUT CONNECTION
T

SERIAL NO.:

MODEL.: JMA-800A
POWER AMPLIFIER
JEDIA €O., LTD.

MADE IN KOREA

1
[—— ]

FEATURES

= 2—gstep variable speed FAN.

= Qver current protection
= Qver heating protection

= | oad short circuit protection
= Power delay on circuit(soft start)

SPECIFICATIONS

speaker.

= XLR, 1/4 Phone jack(LINK) input connector.
= 5—WAY binding post, speak on connector.

= Ultra low distortion circuit.
= Selective stereo, bridged mono.

Drawing

TECHNICAL & GENERAL

Input sensitivity

1.6V RMS(+4dB)

Models

JMA—300A [JMA—600A | JMA—900A

Output Power

(20—20,000Hz/THD=0.03%)

Into 8 ohms(RMS)

2x110W | 2 x 230W | 2 x 300W

Into 4 ohms(RMS)

2x150W | 2x350W | 2x 450W

Into 8 ohms bridged (RMS)

1x300W | 1x700W | 1x920W

Output Power

(1KHz/THD=0.1%)

Into 8 ohms(RMS)

2x128W | 2 x250W | 2 x 350W

Into 4 ohms(RMS)

2x175W | 2 x380W | 2x 490W

Into 8 ohms bridged (RMS)

1 x350W | 1x760W | 1x980W

Brigded mono at 8ohms

300A : 600W at 300W power output

Power requirement

600A : 1160W at 630W power output

900A : 1650W at 920W power output

Frequency Response

Less than —0.5dB(20Hz ~ 20kHz)

Signal to noise ratio("A" weighted)

More than 100dB(Each channel)

Power(option)

AC 120V/220V/230V 50,60Hz

Dimensions(mm)

483(W) x 88(D) x 370(H)

(inch)

19(W) x 3.5(D) x 14.5(H)

Weight(kg/Ibs)

11.2/24.7] 14/30.9 [14.4/31.7

370.0

(=}
o

T
(I

e
w

L
J
o w
=
HO
=
<

[

P.A
AMPLIFIER

AUDIO MUSIC RACK
MIXER AMPLIFIER TYPE

SPEAKER
& OTHERS

s
=E
w
- Q
onu
>
wn <

(@]

(&)




L1.0/L1.5/L2.2

VIEW Professional Stereo Power Amplifier
RoHS

COMPLIANT
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SPEAKER
CHB
AC 4Q
POWER BRIDGED| |CHA
43 FEATURES
- Ne)
m X E |1
Power Consumption Comparison d ‘
f: 1kHz RI;: 40 EE? ‘
[ * oouooooooonn s ) Lo DUI00000000000
150 = Conventions! B Exceptional sound.
E [ oemaw = Eifici foning fimiter ciroul Lift MONO(B/D)
¢ I icient clipping limiter circuit. Ground STEREO
Sl B Special Low—Z circuit
g I ® Ultra Low distortion. CHB CHA
E = R ' | XLR, 1/4" Trs(Link) balanced inputs. i
p (e ~ /,.u'"idwmwo B Screw terminal & speak on connectors. T
i g ' B power—on delay(soft start).
r:g 5 «""’_.—._sn . ® Bridged mono.
OUTPUT POWERW) B Variable speed fan.
e ™ | Over current protection.
measurement data for each amplifier. B Thermal protection .
SPECIFICATIONS
Model L10 | L15 | L22 .
=>r
Sc OUTPUT POWER 1KHz, 1% THD Drawing
g g 8 ohms Stereo(RMS) 170W | 265W 360W
4 ohms Stereo(RMS) 270W | 415W 560W
8 ohms Bridge (RMS) 540W | 830W | 1120W
OUTPUT POWER 1Kz, 0.1% THD iR Qo= eoao. = o0
8 ohms Stereo(RMS) 160W | 250W 345W g PO -o- B
4 ohms Stereo(RMS) 250W | 385W 525W P
TECHNICAL & GENERAL 7F oooo ] o o

Frequency response
at 4 ohms rated power
Input Sensitivity/Impedance
at 4 ohms rated power
Input Clipping 10Vrms(+22dB) 380.0
Signal to Noise Ratio

A Weighted 4 ohms reted power

20Hz ~ 20KHz +0/—0.5dB

+4dBu(1.23V) / 30KQ bal

SH3IHIO ®
H3IMv3dS

More Than 100dB

Damping Factor 8 ohms, f=1kHz Greater Than 300 s
Slew Rate More Than 50V/us . .
Cross Taik 8 ohms rated power More Than 65dB = J J T J
Power Consumption

8 4ohms rated power(1% THD) SISAT | el | kR ~ 28910 |

=% Power(option) 220V/230V/240VAC 50/60Hz oA -

m ‘_’i’ Dimensions(mm) 483(W) x 88(H) x 380(D) @i _Iea.o

2 m (inch) 19(W) x 3.5(H) x 15(D) ERiESSS B ——R—&—8—— 1.0

o= Weight (kg/Ibs) 12/26.4 [12.3/27 | 14.5/31.9

=2




VIEW

FEATURES

Power Consumption Comparison
f: 1kHz RL: 4Q

Conventional
class B AMP

POWER CONSUMPTION(W)
g

@
3

. Ideal Ratio

ol
100
OUTPUT POWER(W)

Values shown are for converted chip levels
to within 100W based on actual
measurement data for each amplifier.

i ;
® Variable sub woofer filter(50Hz ~ 160Hz) Higooononponoon,

L3.0X/L3.6X
L4.8X / L6.0X

RoHS

Professional Stereo

COMPLIANT

Power Amplifier WITH X-over

B New model L—series are high efficiency amplifiers with new special design. New L—series
high power amplifiers make more efficient use of the AC power more than conventional
amplifier technology.

B Also new EIC(Efficient Improved Circuit) engine consumes power efficiency, which allows the
amplifier to produce the same amount of output power with about half the input power required
and heat loss about 1/3 comparing that of conventional amplifiers.

B The EIC engine outperforms other enfficiency—enhancing schemes without regarding sound
quality by digital power supply.

B Automatic variable speed fan

B Qver current protection

B Qver heating protection

- )
Over load protection . SRRATTET

B |n rush current protection MONO(B/D) 10

B Peak clipping limiter circuit STEREO BRIDGED

B Qutput LED meter per channel

B Stereo bridged mono, parallel mode g
B Variable low cut filter(10Hz ~200Hz)

3 A
o
] §
" e
g
) o = nonooonooooono €
: v Ui R

B Variable crossover(x—over) filter(50Hz ~ 2.5Hz)

SPECIFICATIONS ke Ll

Model L3.0X | L3.6X | 48X | L6.0X SEEAKER
OUTPUT POWER 1kHz, 1% T.H.D AUTOMATIC A FIABLE  HEAT-SINK
8 ohms Stereo (RMS) 450W 580W 780W 940W
4 ohms Stereo(RMS) 700W | 900W | 1240W | 1500W
8 ohms Bridge (RMS) 1400W | 1800W | 2480W | 3000W
OUTPUT POWER 1kHz, 0.1% THD
8 ohms Stereo(RMS) 430W 550W 730W 900W
4 ohms Stereo(RMS) 660W 870W | 1160W | 1400W

TECHNICAL & GENERAL

Frequency response
at 4 ohms rated power

20Hz ~ 20KHz +0/—0.5dB

Input Sensitivity/Impedance
at 4 ohms rated power

+4dBu(1.23V) / 30kQ Bal

Input Clipping

10Vrms(+22dB)

Signal to Noise Ratio

A Weighted 4 ohms reted power

More Than 100dB

Damping Factor
8 ohms, f=1kHz

Greater Than 300

Sub Woofer 50~160Hz —12dB/Octave

Cross Over 50~2.5kHz —24dB/Octave 450.00 o N

Low Cut 10~200Hz —12dB/Octave

Slew Rate More Than 50V/us

Cioss Tl More Than 65dB

8 ohms rated power TR .

Power Consumption 2070W l 2620W ‘ 3480W | 4210W L N -

4ohms rated power(1% THD)

Power(option) AC 220V/230V/240V, 50/60Hz 483.00

Dimensions (mm) 483(W) x 88(H) x 380(D) W 0110 . ° '88'00
(inch) 19(W) x 3.5(H) x 17.6(D) === |

Weight (kg/Ibs) 17/37.5 [18.4/40.6] 22/48.5 | 26/57.3 B -
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JFX-425

FRONT VIEW 4Channel Professional Power Amplifier

RoHS

COMPLIANT
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-+ 4 CHANNEL PROFESSIONAL POWER AMPLIFIER .-

Ch1—— ——Ch2 Ch3—-——Ch4
Temp. Temp.

v

CENTER LOW
LEFT LOW

H3ldITdNY
d

REAR VIEW

NE,‘” 1 oPeN LINK AMP— LINK 250 LINI
ﬂm z

e E:j;; Bl

O PeakLimiter
or Unbal.

INPUT 4 INPUT 3 INPUT2

A A A

1
or Unbal.

i I P
O 1o &b 8 el

FEATURES

= 4 x 250W rated power. = Over current protection. AIRFLOW
= Mono sub + stereo satelite function (JFX—425). = Thermal protection. o’
= 7 different setups possible. = Short circuit protection.
® Bridged & parallel mono mode. = AC power—on soft start.
= Variable crossover 50Hz — 2.5KHz (JFX—425).

= Signal input by XLR & TRS Jack.

® Peak clipping limiters.

AIRFLOW

\ J

H3IXIN d3ld1INdNY IdAl
olanv JISNIN AOVH
é O

SPECIFICATIONS
Model JFX—425 -
OUTPUT POWER 1KHz, 1% THD Drawi ng
8 ohms Stereo(RMS) 165W x 4
4 ohms Stereo(RMS) 255W x 4
8 ohms Bridge (RMS) 500W x 4
OUTPUT POWER 1KHz, 0.1% THD
8 ohms Stereo(RMS) 150W x 4 oeo ——
4 ohms Stereo(RMS) 230W x 4 === b C
TECHNICAL & GENERAL =] (o O
o Rledlencyliespanse 20Hz ~ 20KHz +0/—0.5dB
o3 at 4 ohms rated power
= E Input Sensitivity/Impedance
I x +4dBu(1.23V) / 30KL Bal
m m at 4 ohms rated power
B D Input Clipping 10Vims (+224B) 380.0 |
Signal to Noise Ratio ‘
A Weighted 4 ohms reted power More Than 100d8 |
Damping Factor 8 ohms, f=1kHz Greater Than 300
Slew Rate More Than 50V/us
Cross Talk 8 ohms rated power More Than 65dB o 1 =]
Power Consumption 483.00
2 2 ﬁi@?ﬁéﬁtﬁfﬂ?owem e 1703(2)\2;w230w24ov 50/60Hz LD HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH S_E . &) f}w'oo
= ; 50 O O Op
m it Dimensions (mm) 483(W) x 88(H) x 380(D) = = =
- E (inch) 19(W) x 3.5(H) x 15(D)
g Weight (kg/Ibs) 16.5/36.3




SYSTEM OPERATIONS

JFX-425

AMP MODE CONFIGURATION DIAGRAM

1. Individual Inputs

INPUT VR AMP SPK

2. Link to Input 1

INPUT VR

AMP  SPK
1 O— L

BALANCED INPUTS 30K Q+4dBu

SRT (GND)

|u[me)

 —
v—OTH#
A—0R()
S(GND)

SWITCH
AMP MODE

Individual Inputs

FIG.

Link to input 1
21N, 2 CH Link
21N, 2 CH Bridge
11N, 2 CH Bridge

2 CH X-OVER

N O O A ON -

2CH3D

3.21IN, 2 CH Link

INPUT VR AMP SPK
L1 O 2 L
ML 2

4. 2N, 2 CH Bridge
INPUT VR

UNBALANCED INPUTS 30KQ2 +4dBu

S T

I = | o)
v—OTH)
S(GND)

5. 1IN, 2 CH Bridge
VR AMP SPK

6.2 CH X-OVER

INPUT

VR AMP SPK

X-OVER
HIGH ~J]1
Lo K Jrow N | >P—{1< LHiGH

7.2CH3D
INPUT

X-OVER

AMP MODE SET UP TABLE

LINK AMP LINK
2-4 MODE 2 1-3
| so,o || sTEREO ] soLo

a 2 1 sTEREO = 1
a 2 1 STEREO = 1
X = 34Bridge J] soLo
X -&.3.4 Bridge = 1
X X X
X X X

X-OVER / 3D
J out ] out
QL out | out
J out ] out
J out ] out
J out ] out
= N Jour

= N = IN

HIGH —Mﬂ—Ez—uq R-HIGH
2

3

VR AMP
L

1

HioH —M—Ez—uq R-HIGH
2

SPK

CENTER
(| C+Riow
80

LINK

AMP
1-2 MODE 1

QL soLo | sTEREO

= 4 L sTEREO

1 soro 1 sTEREO

X == 1,2 Bridge
X -=1,2 Bridge
X X
X X
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JDN-132B

FRONT VIEW

Dividing Network

RoHS

COMPLIANT

CHANNEL

le) © [©) © [©)
—SERIALNO. O o @ @ @ xoyenrnea @

2t
Nt Ce ;

o [INEEPAE

MODE

NOTVALID

I

CHANNEL 15

FEATURES

= Stereo 2—way, 3—way, mono 4—way operation.

= 2—way, 3—way, 4—way status LEDs indicate the selected mode.

= 24dB/oct state—variable, fourth order, linkwitz—Riley filters.

= 40Hz low cut switches to eliminate low—end rumble.

= Phase switches are provided for each channels output to easy system setup.
= Fully active balanced XLR inputs.

= Low freguency summed (subwoofer) output.

= X10 range switch on both channels.

= [ndividual level controls on all band outputs.

= The product works with all voltage.(100—240V~, 50/60Hz)

SPECIFICATIONS Drawing

Input Sensitivity / Impedance 0dBu(0.775V) / 20kQ BAL
Output Level / Impedance 0dBu(0.775V) / 200QBAL

Frequency Respones —0.5dB (20Hz~20KHz)
Crossover 45Hz~9.6kHz (24dB/oct) — - —
Signal to Nose ratio More Than 92dB L4 )° °°@
T.H.D Less Than 0.01%
Power Consumption MAX 3.7W 431.50
Power AC 100 ~ 240V, 50/60Hz
Dimensions(mm) 483(W) x 44(H) x 200(D)
(inch) 19(W) x 1.7(H) x 7.8(D)
Weight 2.47Kg / 5.44lbs 200.0
1 L o
483.0
. . eg.e,eep.eq.eq,,, 01.0,0ep.eq0), :: 44.0
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72 page

SM-16/24

73 page
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76 page
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SM-16,SM-24

VIEW

(Option)

JRC-S16A
S24A

Mixing Console desk

FEATURES

m PA mixing in clubs, bars, churches or other large venues.

= Audio / video applications.

® | arge and small studios.

= | jve sound recording and monitoring.

= Multi—purpose stage mixer.

= 4 AUX sends.

= 4 stereo(8 mono) effects AUX returns.

" Phantom 48V. (per 4ch).

® Group 1 ~ 4, L.R MIX, AUX send 1—4,Monitor
L—R, outputs.

® 3—-band EQ with variable midrange frequency.

® 4 stereo modules.

® Peak to peak LED meters.

® |nternal power supply.

® Talk back Mic.

® High—output headphone amplifier.

® 6—way/12—LED metering system.

® DC power tracking system.

Drawing

\ A A o]

810.0

130.0

Mixing Console STAGE PRO Series

SPECIFICATIONS
SM—16 SM—24
Input / Mono 12 / module 20 / module
Input / Stereo 4 / module 4 / module
Output / Group 4 / module 4 / module
Output / L -R Mix 1/ module 1/ module

Frequency response

any input to any output

less than —0.5dB (20Hz~20kHz)

Total harmonic distortion

line in to group or mix out

less than 0.03% @1kHz

less than 0.04% @10kHz

Noise (20Hz~20kHz band width unweighted)

Mic input equivalent input noise
(1502 source)

less than —127dB

Mix noise(12ch routed)

less than —83dB

Crosstalk

Mix to group output

less than —68dB @1kHz

Input and output impedance

Mic inputs (XLR)

1.8kQ balanced

Hi—z and stereo inputs(1/4"jack)

greater than 15k Q. balanced

Insert points 6002 balanced/10k& unbalanced
Aux output 6008 unbalanced
Group. Mix 6008 balanced

680.0

Input and output levels

Mic input sensitivity (XLR)

—20dB to —60dB(un pad)

+20dB to —20dB(pad)

Line input sensitivity (1/4" jack)

(
(i
—20dB to —60dB (un pad)
+20dB to —20dB(pad)

Stereo input sensitivity(1/4" jack)

+20dB to —20dB

Aux return(1/4" jack) +4dB

Insert(1/4" jack) —2dB nominal

Direct(1/4" jack) —2dB nominal

Aux outputs(1/4" jack) +4dB for Ovu

Group. L R Mix(XLR) +4dB for Ovu

Monitor output(1/4" jack) 0dB for Ovu

I ] Power supply AC 120V/230V/240V, 50/60Hz

Weight (kg/Ibs) 19.5/43.0 25.5/56.1
Dimensions(mm) 610 x 680 x 130| 810 X 680 X 130
(W x D x H) (inch) 24 x 27 x 5 32X 27 X5

&



TRIPAC 8.4.4.2

Audio Mixer
VIEW

TABLE AMPLIFIER
& OTHERS
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APPLICATIONS

= PA mixing in clubs, bars,
churches or other small venues.

= Rackmount submixer or keyboard mixer.

= Home studios and small studios.

= | ive mixing and monitoring.

= Multi—purpose stage mixer.

= 4 AUX sends.

= 4 stereo(8 mono) effects AUX returns.

= Phantom 48V.

= Group 1—4, L.R MIX, AUX send 1—4, Monitor L.R, SPEC'FICAT'ONS
outputs.

= 3—band EQ with variable

= midrange frequency.

= 4 stereo modules.

= Peak to peak LED meters.

= [nternal power supply.

= Talk back Mic.

= High output headphone amplifier.
= PFL function with individual signal metering.

= 6—way/12—LED metering system.
= 3—way configuration.

RACK
TYPE

= DC power tracking system.

Tripac 8.4.4.2

Input / Mono 8 / module
Input / Stereo 4 / module
Output / Group 4 / module
Output / L-R Mix 1/ module
Frequency response

any input to any output
Total harmonic distortion

line in to group or mix out

MUSIC
AMPLIFIER

less than —0.5dB (20Hz~20kHz)

133.0
Drawi ng 1 less than 0.03% @1kHz

ﬂ less than 0.04% @10kHz
; Noise (20Hz~20kHz band width unweighted)
A Mic input equivalent input noise
(1509 source)

less than —127dB

488.0

e 432.0 = § Mix noise(12ch routed) less than —84dB ®)
; Crosstalk g
S Mix to group output less than —68dB @1kHz <
°g 1 Input and output impedance
o —_— Mic inputs (XLR) 1.8kQ balanced
Hi—z and stereo inputs(1/4 jack) greater than 15k Q balanced
Moo ..., - Insert points 6002/ 10kQ unbalanced
““““““““““““ Aux output 6008 unbalanced
Group. Mix 6008 balanced

gpo o o oggo
gpo o o oggo
gpo o o oggo
gpo o o oggo
gpo o o oggo
gpo o o oggo

mmmmmmmmmmmm

O
O
O
O
O
O
O
O
O

626.0

Input and output levels

Mic input sensitivity (XLR)

—20dB to —60dB (un pad)

Line input sensitivity (1/4" jack)

—20dB to —60dB(un pad)

(
+20dB to —20dB(pad)

(

(i

+20dB to —20dB (pad)

stereo input sensitivity(1/4" jack)

+20dB to —20dB

Aux return(1/4" jack) +4dB

Insert(1/4" jack) —2dB nominal

Direct(1/4" jack) +2dB nominal

Aux outputs(1/4 jack) +4dB for Ovu

Group. L - R Mix(XLR) +4dB for Ovu

Monitor output(1/4" jack) 0dB nominal
Power supply 120V/230V/240VAC 50/60Hz
Weight (kg/Ibs) 11.5/25.3
Dimensions(mm) 441 x 155 x 66

(inch) 17.4x6.1 x 26
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FEATURES

= 8 mono channels, 2 stereo channels.

= Master L/R, Aux 1, 2 recording L/R, EQ Master
L/R output.

= 3 band EQ. per channel.

= Phantom 48V.

= Optional two effects (digital echo, DSP).

= 7 band graphic EQ on master output.

™~ .
FT RIGHT SEND

EEEEEE =

H3XIN
olanv

SH3H1O ®

H3IMv3dS

NOILJ3INNOD

N3ILSAS

W— L

SPECIFICATIONS

Input / Output

Mono 8 / Stereo 2 module

RTN/REC out. EQ MIX L—R

Mix L—R/Aux send 2, stereo

Frequency response

Any input to any output

less than —0.5dB (20Hz~20kHz)

Total harmonic distortion

line in to mix out

less than 0,03% @1kHz

less than 0.04% @10kHz

Noise (20Hz~20kHz band width unweighted)

Mic input equivalent input noise (150 source)

less than —127dB

Mix noise (10ch routed)

less than —84dB

D rawing Crosstalk
Mix L/R output less than —68dB @1kHz
Input and output impedance
Mic inputs(XLR) 1.8kQ balanced
Hi—z and stereo inputs(1/4" jack) greater than 15k Q balanced
10630 Insert points 6008 / 108 kunbalanced
Aux output 6002 unbalanced
Mix output 6008 balanced
' C;%(;% Input and output levels
0O0O0DO0O000O0O0O0 . " —20dB to —60dB(un pad)
‘Z ‘Z ‘Z ‘Z ‘Z g O: g P Mic input sensitivity (XLR) +200B to —20dB (pad)
It it L . A —20dB to —60dB(un pad)
f f f f 2. 2. :n :a Line input sensitivity(1/4" jack) $20dB to —200B(pad)
443.0 coosscoobsos Stereo input sensitivity(1/4" jack) +20dB to —20dB
e 8 ee o 00 g e e Aux return(1/4" jack) +4dB
GAdddiiiig Insert(1/4" jack) —2dB (nominal)
Aux outputs(1/4" jack) +4dB
Mix outputs +4dB for Ovu
EQ Mix outputs +4dB for Ovu
Recording output(1/4" jack) 0dB (nominal)

AC 120V/230V/240V_50/60Hz

432.0 Power supply
Dimensions(mm) 494(W)x105(H)x470(D)
(inch) 19.4(W)x4.13(H)x18.5(D)
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FEATURES

8Ch Stereo Powered Mixer

= Huge 250W + 250W(PL—8502DP) Dual High—Power Amps.
= 8 Channels with XLR Mic & 1/4" Line Inputs, 3Band EQ, EFX Level,

Monitor Level, Channel Level, PAD Switch

m Stereo Digital Effects with 16 Programs

® Dual 7 band Master Graphic Equalization

® [nternal Thermal Protection Circuitry

m System Mode Switch for L/R, Main/Monitor, Bridged
Mono Configuration

m 48 Volt Phatom Power for Condenser Mics

m 5 Segment LED Output Indicator

= Master Controls : Left Master Volume, Right Master
Volume, Effect Master Volume, Main Master Volume,
Monitor Out Volume, EFX Send/Return Volume,
Tape In Volume, Aux In Volume

m EFX Send/Return Jacks

= Tape In and Record Out Jacks

® Aux In Jacks

m Forced cooling fan

PL-8502DP

VIEW

SPECIFICATIONS
Section ltem Value / Rating
Number of Channel Mic / Line 8
Frequency Response 20Hz — 20KHz =+ 1.5dB
T.H.D. 20Hz — 20KHz 0.1%
Residual Noise 20Hz — 20KHz —80dB
Channel Cross Talk 1KHz —80dB
High 12KHz £ 15dB
Channel EQ (3—band) Middle 2.5Khz = 12dB
Low 80Hz + 15dB
i 60Hz, 160Hz, 400Hz, 1KHz,
LESErER DI 2 5KHz, 6.4KHz, 16KHz +12dB
Mic —50dBm
Line —20dBm
Input Sensitivity Tape in —10dBm
Rl Aux in —10dBm
Effect Return —10dBm
Effect Send +4dB
Mix Out +4dB
Quipticve Monitor Out +4dB
Rec Out +4dB
Hall Reverb 1, 2
Room Reverb 1, 2
Plate Reverb 1, 2
DSP 16 Presets Reverb + Delay 1, 2
Feedback delay 1,2,3 & 4
Reverb + Chorus 1, 2
Reverb + Flange 1, 2
8 ohm 175W + 175W
(1%? %’(‘)’V;g;“;p:tD : 4 ohm 250 + 250W
T T Bridged 8 ohm 500W Mono
Frequency Response 20Hz —20KHz +0/-1dB
S/N Ratio 90dB
Power Amp Channel Seperation 8ohm 90dB
Power Source AC 100V / 50Hz, AC 120V / 60Hz, AC 230V, 240V / 50Hz
. : AC 100V/50Hz, AC 120V/60Hz 250V /T 6.3A
i AC 230V, AC 240V / 50Hz 250V /T 5.0A
) AC 100V/50Hz, AC 120V/60Hz 900W
P QuenConsampiion AC 230V, AC 240V / 50Hz 900W
Net Weight Kg / lbs 18.0/39.6
Others . . mm 475 x 300 x 285
PlmEE s W) Inch 18.7 x 12.3x 11.2
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PL-1082DP

VIEW

10Ch 800W Stereo Powered Mixer

FEATURES

*Huge Dual 400 watt Power

Amps (Left/Right or Main/Monitor)

=10 Channels(6 Mono/4 Stereo)—8
XLR/Line Level and Channel 7/8,
9/10 are Stereo Line or Mono Mic

*Each Channel Offers : Adjustable
Input gain with Peak LED, 3 Band
EQ, EFX Send, Monitor Send,
Stereo Pan, PFL(Pre Fader Listen),
60min Slide Fader Control.

*Dual 7 Band Master Equalization
for Left/Right or Main/Monitor

*Stereo Digital Multi Effects with 16
Programs with Adjustable
Parameters

Effects Routing to Aux.1 or Aux.2

*Effects Cancel Foot Switch Jack

-Three Master Faders(Left, Right /
Main, Monitor)

*Headphone Output with Level
Control

*CD/Tape Input and Record Output
with Level Control

*Aux. Input with Level Control

*Aux.1 & Aux.2 Stereo Inputs

-Balanced Stereo L/R and Monitor
Outputs

*Unbalanced Effects Output

*Multi—segment LED Output Display

*Internal Thermal Protection
Circuitry

High—efficiency Fan Cooling for Real
World 2ohm Operation

*Rack—mount Kit included

- Left/Right/Main/Monitor Speaker
Outputs

SPECIFICATIONS
Section ltem Value / Rating
Number of Channel Mic / Line / Insert 6 Mono, 4 Stereo
Frequency Response 20Hz — 20KHz + 1dB
T.H.D. 20Hz — 20KHz 0.03%
Equiv. Input Noise —50dBm Mic Input 150 ohm —105dB
with DIN Audio Filter
Channel Cross Talk 1KHz, Gain Pot Main —100dB
High 12KHz: 15dB
Channel EQ (3—band) Middle 2.5KHz 12dB
Low 80Hz+ 15dB
MIXER Master EQ (dual 7—band) | 125Hz, 250Hz, 500Hz, 1KHz, 2.5KHz, 5KHz, 12KHz
Mic —8dBm to —55dBm
e T Line +14dBu to —30dBu
Insert 0dB normal
Tape in —10dB
Rec Out +4dB
Aux Return 1 & 2 +4dB
Output Level Stereo Mix Out +4dB
Monitor Out +4dB
Effect Send +4dB
DSP 16 Presets 8 Reverbs, 8 Delays
8ohm 250W + 250W
’ 20hm 400W + 400W
Frequency Response 10Hz —20KHz +0/-1dB
S/N Ratio less than 100dB
Power Amp Channel Seperation 8ohm 80dB
Power Source AC 120V / 60Hz, AC 230V, 240V / 50Hz
e AC 120V / 60Hz 125V /F 13.0A
AC 230V, AC 240V / 50Hz 250V /T 8.0A
e e e AC 120V / 60Hz 1600W
AC 230V, AC 240V / 50Hz 1520W
Net Weight Kg / lbs 20/ 44.09
Others : . mm 483 x 350 x 175
Dimensions (WxHxD) Inch 19.0x 13.8x 7.8




JCO-110/120/130/140/160

JCO-110S/120S/130S/140S/160S
JCO-110A/120A/130A/140A
JCS-4056/605/610 ———

JWS-103W/110W/205
JHS-15T/20T/30T/50T —
JMP-180
JABS-130

JDM-93
JAT-03
JRC-015B/021B/027B/033B/036B/039B —
JMH-2

JMS-4DE

JMS-1FL

JMS-2BO

JMS-3BO
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79 page

80 page
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Speaker

Column Speaker

Column Speaker

RoHS

COMPLIANT

SH3IH1O ®
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Column Speaker WITHOUT TWEETER ' T
> ' | I
= JCO-110S/120S/130S/140S/160S | - B
r9 [ ; | {0
i >
n FEATURES
= You can select impedance by rotary selector on the front. \
= Built—in one tweeter for clear sound. ‘3':\\
= Fantasitc design.
= White color.
\{%&‘/
4D SPECIFICATIONS
<>
H 9: Spec. Impedance Power (RMS) S.P.L.(atTM/1W Loud Size(mm) Weight Direct
Model 100V 70V 50V | =3dB or Out Power)| speaker WxHxD ~ 8%
1Kohm | 10W 5W | 2.5W 4 inch X 1
JCO-110(S)| 2.5Kohm 4W 2W 1W 88~101dB 90 x 260 x 85 2kg 10W
6.6Kohm | 1.5W |0.75W | 0.38W 2 inch X 1
5000hm | 20W 10W 5W 4inch X 2
JCO—-120(S) 1Kohm | 10W 5W | 2.5W 89~103dB 90 x 360 x 85| 2.5kg | 20W
2Kohm 5W | 2.5W| 1.3W 2 inch X 1
> 333ohm | 30W | 15W | 7.5W 4 inch X 3
% = JCO-130(S)| 6660hm | 15W | 7.5W| 3.8W 90~104dB 90 x 470 x 85| 3.5kg | 30W
E S 1.3Kohm | 7.5W | 3.8W| 1.9W 2.inch X 1
5 250ohm | 40W | 20W | 10W 4 inch X 4
E JCO-140(S)| 5000hm | 20W | 10W 5W 92~106dB 90 x 560 x 85 4kg 40W
1Kohm | 10W 5W | 2.5W 2 inch X 1
166ohm | 60W | 30W | 15W 4 inch X 6
JCO-160(S)| 2500hm | 40W | 20W | 10W 94~107dB 90 x 760 x 85| 5.5kg | 60W
333ohm | 30W | 15W | 7.5W 2 inch X 1
=z JCO-110A/120A/130A/140A
xg Column Speaker
O
FEATURES
JCO_I‘OA ® You can select impedance by rotary selector on the front.
® Built—in one tweeter for clear sound.
JEG~130 ® Fantasitc design.
% o 4C0-1208 SPECIFICATIONS
o3
- m
X — Spec Model | JcO-110A | JCO—-120A | JCO-130A | JCO—140A
X g Driver 70
4 Power(RMS) ow | 2w | 3w | 0w
Feqguency Range 200Hz~14kHz
Black COM
Impedance|Green / 100V 1K 500 333 250
White / 70V 490 245 163 122
o Sensitivity 95dB+ 2dB 980dB+ 2dB | 100dB+ 2dB | 103dB+ 2dB
g wn Dimension 155x230x 130 [155x 370x 130 [155x 510 x 130 | 155 x 610 x 130
rzn ;f, Net Weight 1.7kg 2.5kg 3.5kg 4.5kg
2 H Material ABS resin
ol =
=
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SPEAKER

JCS-405/605/610

| SPECIFICATIONS
spec BRI Es =405 JCS-605 JCS-610
Input(RMS) 5W 5W 10W
= Common(black) |common(black)|common (black)
JCS-405 JCS-605 Impedance
y 2k Q (orange) 2k Q (orange) 1k Q (orange)
Frequency 50Hz~16KHz 70Hz~10KHz 70Hz~10KHz
Y SR 94dB 96dB 100dB
JCS-610 Dimensions [ 303 x 303 x 86mm | ¢ 231 x 96mm | ¢ 231 x 96mm
Weight 0.9kg 1.1kg 1.5kg
Wall Speaker
JWS-103W / 110W / 205 SHSTE
SPECIFICATIONS
MODEL
SPEC JWS—-103W JWS—-110W JWS—-205
System Type 61/2" 61/2" =
Input(RMS) 3w 10W 3W
Frequency 130Hz~12kHz | 110Hz~15kHz 200Hz~16kHz
Impedance — — Common(black) 2kQ
SP.L 91dB +2dB | 93dB *+2dB 98dB L
Dimensions = = 295x93 / 72x210 JWS-110W
Weight 1.8kg 1.8kg 1.8kg
Material ABS resin ABS resin Wood JWS-205

JHS-15T/20T/30T/50T

/

JHS-15T JHS-20T JHS-30T JHS-50T
MODEL
SPECIFICATIONS SPEC JHS—15T JHS—20T JHS—-30T JES=50
Input(RMS) 15W(8Q) 20W(8Q) 30W(12Q) 50W(13Q)
6708 500Q 330Q 2008
Impedance
1340% 10002 660 4002
S.P.L 105dB 107dB 103dB 105dB
Frequency | 350Hz—7kHz | 350Hz—10kHz | 350Hz—6kHz | 350Hz—6kHz
Dimensions | 150 x 189mm | 206 x 282mm | 280 x 320mm | 320 x 350mm
Weight 1.4kg 1.6kg 2.85kg 3.1kg
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Microphone

Megaphone
JMP-180

O SPECIFICATIONS
spec  MODEL  jMp-180

Output 18W
Power DC 9V
Battery life max 8H
Dimensions 150 x 255
Weight 1.8kg

Dynamic Microphone

JDM-93

O SPECIFICATIONS

SPEC MODEL JDM-93

Type Dynamic
Input sensitivity = —75dB+3dB
Impedence 600Q
Weight 27449
Dimensions @50 x 168mm

Apt Speaker

JABS-130

O SPECIFICATIONS

Input 1w

Input impedence 10kQ

Frequency response 200Hz~18KHz

Dimensions 120(W) x 120(H) x 50(D)mm
Weight 240g

Speaker Attenuator

JAT-03

o

ATTENUATOR

-12dB -6dB

OFF =, 0dB

JEDIA

O SPECIFICATIONS

SPEC MODEL  piminish the resistance
Input 3W

Impedence 2kQ (OFF)

Range 0, —6dB, —12dB, OFF
Dimensions 71(W) x 116(H) x 20(D)mm
Weight 509
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Rack Cabinet
[
JRC-015B/021B/027B/033B/036B/039B |48

MODEL W H D
JRC-015B 600mm 870mm 650mm
JRC—-021B 600mm | 1100mm | 650mm
JRC—027B 600mm | 1400mm | 650mm
JRC—033B 600mm | 1670mm | 650mm
JRC—036B 600mm | 1800mm | 650mm
JRC-039B 600mm | 1940mm | 650mm

)Y A TS R PN | ® ¥ 19 W4

015B  027B 033B 0368 039B

Microphone Stands

JMH-2

MICROPHONE STAND HOLDER

JMS-4DE

Goose Neck
Size : 270mm

MICROPHONE ROUND BASE

Diameter :@220mm
Weight : 0.9Kg
JMS-1FL
Setup Height : 1000—1800
Weght : 2.2kg
JMS-2B0Q ——— Setup Height : 800-1800
Setup Height : 800
Weght : 3.2kg
JMS-3BO ——— setup Height : 9001900
Setup Height : 1000
Weght : 6.8kg
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D-Type And JSE-174A
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SYSTEM CONNECTIONS

(DP TYPE)

( FAN
[ FIRE DETECTOR I
ﬂﬂﬂm
JMU-307A @ ------------ \% ‘
B8 ERE . s
o COMMON |
elell¢
e——
JAB-112A oon
$58 ‘
| |
JRA-051AX 1
JEU-211A S?E Hﬁ * —g— ”’:’"‘I"-— & ﬂ?’
®
LA i) JRA-051AXS ‘
l S o
= il Syl
JES-120A X2 Y =
JSS-120A X2
JPTT-10 \ ]
JDR-104 X2 MIC!
JMA-1410 J6CD-10
JPA-480 DP
JRG-220A X 2
JEP-352
+24V
L |
JPD-322A + ===
————————————————
SPEAKERS
o

N

TABLE AMPLIFIER
& OTHERS

AUDIO MUSIC RACK P.A
MIXER AMPLIFIER TYPE AMPLIFIER

SPEAKER
& OTHERS

=
[1T]
-
(7]
>
(/2]

CONNECTION



