
INPUT VOLTAGE
& CAPACITYDC VOLTAGE MODELS OUTPUT

VOLTAGE
USED FOR INTERCOMS

220-240V AC,
50/60Hz, 3.2W

230V AC, 50Hz

100-240V AC, 
50/60Hz., 37W/65-82VA

110-125V AC,
220-240V AC,
50/60Hz, 28W

120V AC, 50/60Hz, 30W

PS-2420S
PS-2420UL
PS-2420

100-240V, 50/60Hz.
60W/100-125VA 24V DC, 2A

PS-6D

PS-12B

PS-1225S
PS-1225UL
PS-1225

PS-12A

PS-18YE
PS-18YC/A

6V DC, 0.2A

12V DC, 0.8A

12V DC, 2.5A

12V DC, 0.8A

18V DC, 2A

18V DC, 1.2A

6V DC0

12V DC

18V DC

24V DC

15V AC

• C-123L/A  • AT-406
• LEM  • TAR-3

• IE-1AD(U)  • IE-1GD(U)  • IE-2AD(U)
• IE-2A2D(U)  • IE-8MD  • LEM-1DL  
• LEF  • LEF-C  • TD-H/B  • TD-Z/A  
• VC-M  • MP-S  • NEW-5 (NEM)  
• TB-AD10 (TC-M)

• LEF/LEF-C + BG-10C

• IE-8MD
• MK-1MD/A  • MY-1CD  • MY-2CD 
• MY-CU  • MYW-P3CB
• MYW-P1L (LEF)  • TC-M  
• MYW-BA  • KC-32EU  • RY-3DL

• YAZ-90-3  • MC-60/4  • NEM-(A)/C
• KC-1MRD  • KC-1GRD  
• KB-3MRD  •  KC-32EU  • RY-3DL  • MAW-B
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Power Supplies

• 6V DC

• 12V DC

• 18V DC • 24V DC • 15V AC

PS-6D

PS-12A
PS-12B PS-2410LD PT-1211D

Notes:
•  The following intercoms may either be AC or DC power sourced.

- IE Chime Tone Intercoms, - LEM-1DL,  - TC-M.  Refer to each Product section for proper power supply.
•  Each power supply is shipped with bracket on wall or rack.  

Install in recessed place with limited access, which must be in as dry and dust-free environment as possible.
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PS-2410LC PT-1211C

PS-2410LC
PS-2410LD
PT-1211C
PT-1211D

120V AC, 50/60Hz, 35W
220-240V AC, 50/60Hz, 35W

120V AC, 50Hz
230V AC, 50Hz

24V DC, 1A
24V DC, 1A

15V AC

• GF-BC(GF) • GF-VBC(GF) 
• GFW-VBC(GF) • MAW-B

• DA-1MD
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PS-18YC/A PS-1820S PS-2420S

PS-18YE

PS-1820S
PS-1820UL
PS-1820

220-240V AC, 50/60Hz, 30W

100-240V, 50/60Hz.
45W/75-95VA

PS-6D PT-1211C

PT-1211D
PS-12A
PS-12B

PS-18YC/A
PS-18YE

PS-2410LC
PS-2410LD

PS-1225S/UL
PS-1820S/UL
PS-2420S/UL


