
    H x W Case Shipping H x W Case Shipping

cm Length Wt. (kg) cm Length Wt. (kg)

AV Format 178 x 178 190 11

127 x 127 140 8 213 x 213 225 14

152 x 152 164 10 244 x 244 257 15

Nominal Viewing Overall Case Shipping

Diagonal Area Size Length Wt. (kg)

NTSC/PAL Format (3:4)

6/183 cm 108 x 144 118 x 151 164 10

7/213 cm 127 x 169 136 x 177 190 11

8/244 cm 152 x 203 163 x 212 225 14

10/305 cm 175 x 234 185 x 244 257 15

HDTV Format (9:16)

92/234 cm 114 x 203 125 x 212 225 14

106/269 cm 132 x 234 142 x 244 257 15

WideScreen Format (1:1.85)

8/244 cm 119 x 221 130 x 229 242 14

9/305 cm 127 x 234 137 x 244 257 15

The Baronet is a compact electric screen with the
motor inside the roller. It is our most economical and
most popular motorized screen. Universal mounting
brackets make installation easy whether the Baronet
is mounted on a wall, suspended or recessed above
the ceiling. The Baronet’s small case size will fit
almost any space where a motorized screen is needed.
The pentagonal steel case is finished in grey (stan-
dard), black or white. Select Fiberglass Matt White
or Glass Beaded viewing surface. Three versions of the
Baronet are available:

Baronet
Furnished with 3m power cord and 3-position in-
line operating switch. Available with 110V or 220V
motor.

Baronet/HW
Furnished with junction box
and 3-position wall switch for
recessed wall mounting.
Available with 110V or 220V
motor.

Baronet/CE
Furnished with terminal strip and
white 3-position “European” style
wall switch for surface mounting.
220V motor only.

Draper’s Most Popular Electric Screen

Baronet/HW or CE

Baronet

110V

220V

83mm

96mm

Baronet



Premier
With Perfectly Flat Surface
The Premier is designed specifically for video and data projection.
A sophisticated tab tensioning system holds the viewing surface
perfectly flat and wrinkle free. The projected image is framed at
the sides by black masking borders (standard). The Premier is
available with M1300 or M2500 front screen viewing surfaces.
Cineflex surface is also available for rear projection. The Premier
features quiet motor-in-roller design. It is suitable for either wall
or suspended mounting.

H x W Case Shipping H x W Case Shipping

cm Length Wt. (kg) cm Length Wt. (kg)

AV Format

127 x 127 173 20 213 x 274 326 39

152 x 152 201 23 274 x 274 330 40

178 x 178 227 27 244 x 305 361 42

213 x 213 265 30 305 x 305 365 43

183 x 244 293 35 274 x 366 422 51

244 x 244 300 36 366 x 366 436 52

   Nominal Viewing Case Shipping

Diagonal Area Length Wt. (kg)

NTSC/PAL Format (3:4)

6/183 cm 108 x 144 188 22

7/213 cm 127 x 169 215 27

8/244 cm 152 x 203 252 30

10/305 cm 183 x 244 293 35

11/335 cm 198 x 264 316 36

150/381 cm 221 x 295 347 41

15/457 cm 274 x 366 422 51

Extra drop adds to length of case.
Also available in 9:16 HDTV and 1:1.85 WideScreen formats.

Targa
Contemporary Electric Screen
The Targa’s motor-in-roller design provides reliable, silent operation.
The viewing surface is centered in the case for a trim, balanced
appearance. The pentagonal steel case and endcaps are finished in
dove grey (standard), black or white. Select Fiberglass Matt White,
Glass Beaded or AT1200 acoustically transparent viewing surface.

H x W Case Shipping H x W Case Shipping

cm Length Wt.(kg) cm Length Wt.(kg)

AV Format

127 x 127 145 17 213 x 274 293 29

152 x 152 171 19 274 x 274 293 32

178 x 178 196 21 244 x 305 323 35

213 x 213 232 27 305 x 305 323 36

183 x 244 262 27 274 x 366 384 40

244 x 244 262 28 366 x 366 384 41

Nominal Viewing Overall Case Shipping

Diagonal Area Size Length Wt.(kg)

NTSC/PAL Format (3:4)

6/183 cm 108 x 144 118 x 151 171 20

7/213 cm 127 x 169 136 x 177 196 23

8/244 cm 152 x 203 163 x 212 232 25

10/305 cm 175 x 234 185 x 244 262 27

11/335 cm 198 x 264 211 x 274 293 31

150/381 cm 221 x 295 234 x 305 323 34

15/457 cm 267 x 356 277 x 366 384 40

Also available in 9:16 HDTV and 1:1.85 WideScreen formats.Copyright © 2001 Form Baronet_ Flyer01 Printed in USA
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